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Fire Rated Assembly / Assemblage Homolugué

Product:  
Produt: 

Location:  
Endroit :   

System #:  
Système #: Tel:

Installed by:  Installation Date:  
Date d’installation:

Repenetrated by:  
Date:
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Layers 
Lagen Ø - 4 mm 9 mm

(mm) L (mm) L (mm) L (mm)

2

32 ≥ 250 ≥ 300 ≥ 360
40 ≥ 300 ≥ 360 ≥ 410
50 ≥ 370 ≥ 420 ≥ 470
56 ≥ 410 ≥ 460 ≥ 520

3 63 ≥ 690 ≥ 770 ≥ 820
75 ≥ 810 ≥ 880 ≥ 950

4

82 ≥ 1200 ≥ 1300 ≥ 1400
90 ≥ 1300 ≥ 1400 ≥ 1500

110 ≥ 1530 ≥ 1650 ≥ 1750
125 ≥ 1730 ≥ 1830 ≥ 1960 

6
135 ≥ 2850 ≥ 3000 ≥ 3150
140 ≥ 2960 ≥ 3120 ≥ 3300
160 ≥ 3330 ≥ 3520 ≥ 3650

Layers 
Lagen Ø

 
AF1

 
AF2 AF3 AF4

(mm) L (mm) L (mm) L (mm) L (mm)

2

32 ≥ 400 ≥ 420 ≥ 460 ≥ 500
40 ≥ 420 ≥ 470 ≥ 530 ≥ 580
50 ≥ 490 ≥ 540 ≥ 590 ≥ 640
56 ≥ 520 ≥ 590 ≥ 620 ≥ 690

4 63 ≥ 1180 ≥ 1290 ≥ 1370 ≥ 1500
75 ≥ 1390 ≥ 1500 ≥ 1600 ≥ 1720

5 90 ≥ 1940 ≥ 2110 ≥ 2210 ≥ 2360
110 ≥ 2290 ≥ 2570 ≥ 2570 ≥ 2730
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