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English 1

1 Information about the documentation
1.1 About this documentation
• Read this documentation before initial operation or use. This is a prerequisite for safe,

trouble-free handling and use of the product.
• Observe the safety instructions and warnings in this documentation and on the

product.
• Always keep the operating instructions with the product and make sure that the

operating instructions are with the product when it is given to other persons.

1.2 Explanation of symbols used
1.2.1 Warnings
Warnings alert persons to hazards that may occur when handling or using the product.
The following signal words are used in combination with a symbol:

DANGER! Draws attention to an imminent hazard that will lead to serious per-
sonal injury or fatality.
WARNING! Draws attention to a potential hazard that could lead to serious
personal injury or fatality.
CAUTION! Draws attention to a potentially dangerous situation that could lead
to minor personal injury or material damage.

1.2.2 Symbols in the documentation
The following symbols are used in this document:

Read the operating instructions before use
Instructions for use and other useful information

1.2.3 Symbols in the illustrations
The following symbols are used in illustrations:

These numbers refer to the corresponding illustrations found at the beginning of
these operating instructions.
The numbering reflects the sequence of operations shown in the illustrations
and may deviate from the steps described in the text.
Item reference numbers are used in the overview illustration and refer to the
numbers used in the key in the product overview section.
This symbol is intended to draw special attention to certain points when han-
dling the product.
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1.3 Laser information on the product
Laser information

Laser radiation. Do not stare into the beam. Class 2 laser.

1.4 Declaration of conformity
We declare, on our sole responsibility, that the product described here complies with
the applicable directives and standards. A copy of the declaration of conformity can be
found at the end of this documentation.
The technical documentation is filed here:
Hilti Entwicklungsgesellschaft mbH | Tool Certification | Hiltistrasse 6 | D-86916 Kaufering,
Germany

1.5 Product information
Hilti products are designed for professional use and may be operated, serviced and
maintained only by trained, authorized personnel. This personnel must be informed of
any particular hazards that may be encountered. The product and its ancillary equipment
may present hazards when used incorrectly by untrained personnel or when used not as
directed.
▶ Write down the serial number in the table below. You will be required to state the

product details when contacting Hilti Service or your local Hilti organization to enquire
about the product.
Product information
Type: PD-C | PD-CS
Generation: 01
Serial number:

2 Safety
2.1 Basic information concerning safety

CAUTION
Possible hazard or risk of electric shock or burning injuries! Attempting to
remove the battery presents a risk of electrical hazards, e.g. short circuiting, burning
injuries and leakage of harmful substances.
▶ Do not attempt to open the product. Have the battery replaced only by Hilti

Service.
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CAUTION
Possible hazard or risk of electric shock or burning injuries! Ingress of liquids
such as rainwater, dew or condensation, etc. into the product presents a risk of
electrical hazards, e.g. short circuiting, burning injuries and explosion.
▶ Keep the product clean and dry at all times.
▶ Keep the hinged cover cap closed to prevent dampness entering the interior of

the product.

CAUTION
Possible hazards as result of short circuiting, overload and fire. Possible
hazards due to heat radiation, ejection of molten material or chemical reactions
caused by short circuiting, overloading or through resulting fire.
▶ Do not expose the product to high temperatures or fire. The battery contained in

the tool could explode or release toxic substances.
▶ Use only the approved USB AC adapter with standard micro-USB cable.
▶ Under abusive conditions, liquid may be ejected from the battery. Avoid contact

with this liquid. Rinse with water if contact occurs. In the event of eye contact
with the liquid, a doctor should also be consulted. The liquid that leaks from a
battery may cause skin irritation or burns.

WARNING
Warning: hazardous high-frequency or low-frequency electromagnetic radia-
tion! Electromagnetic radiation may cause spontaneous activation/starting. The
emission of radiation may cause interference to other devices.
▶ Do not use the product in the proximity of persons who have a cardiac pacemaker.
▶ Do not use the product in the proximity of medical instruments and appliances.
▶ Operation of the product in the proximity of military installations, airports, radio

astronomy facilities or in aircraft is not permissible unless prior permission has
been obtained.

CAUTION
Visible and invisible laser radiation present hazards. Looking into the laser beam
causes eye damage.
▶ Secure the area in which you will be taking measurements. Take care to avoid

directing the laser beam toward other persons or toward yourself when setting
up the product.

▶ Do not look directly into the light source. In the event of direct eye contact with
the laser beam, close your eyes and move your head out of the path of the laser
beam.

▶ Keep laser tools out of reach of children.
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CAUTION
Unintentional activation of the laser beam presents a hazard. The laser beam
may be switched on by inadvertently pressing a measure command button or by a
software error.
▶ Avoid unintentional activation of the laser beam.
▶ When handling the product, always bear in mind that the laser beam could be

switched on inadvertently. Before looking toward the path of the laser beam,
make sure that the laser beam is switched off or that the product is switched off
completely.

WARNING
Risk of explosion! Operation in the vicinity of flammable liquids, gases or dusts is
hazardous.
▶ Pay attention to the ambient conditions. Do not use the product where there is a

risk of fire or explosion.

Possible measurement errors Measurement errors are possible when the operat-
ing temperature range is not observed, when there is a high concentration of parti-
cles in the air, when the lens is dirty, when measurements are taken from unsuitable
surfaces or when the product is used incorrectly.
▶ After switching on and while using the product, always pay attention to the

information and warnings displayed on the touchscreen.
▶ Check the accuracy of the product before using it for measuring.
▶ When the product is brought into a warm environment from very cold conditions,

or vice-versa, allow it to become acclimatized before use.

Incorrect settings may have damaging consequences. Incorrect settings, e.g.
due to use of a measuring extension of a different length, may lead to incorrect
results and consequential damage.
▶ Always pay attention to the information and warnings displayed on the touch-

screen.
▶ Make sure that you use the correct settings when taking measurements.

In addition to the safety rules listed in the individual sections of these operating
instructions, the following rules must be strictly observed at all times. The product
and its ancillary equipment may present hazards when used incorrectly by untrained
personnel or when used not as directed.
▶ Keep all safety instructions and information for future reference.
▶ Stay alert, watch what you are doing and use common sense when working with the

product. Do not use the product while you are tired or under the influence of drugs,
alcohol or medication. A moment of inattention while operating the product may result
in serious personal injury.

▶ Do not render safety devices ineffective and do not remove information and warning
notices.

▶ If the product is opened improperly, laser radiation in excess of Class 2 may be
emitted. Have the product repaired only by Hilti Service.

▶ Tampering with or modification of the product is not permitted.
▶ Check that the product functions correctly each time before use.
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▶ Measurements taken from surfaces with low reflectivity in highly reflective surroundings
may be inaccurate.

▶ Measurements taken through panes of glass or other objects may be inaccurate.
▶ The measurement may be incorrect if the conditions under which the measurement is

taken change rapidly, e.g. due to people walking through the path of the laser beam.
▶ Do not point the product toward the sun or other powerful light sources.
▶ The product and its ancillary equipment may present hazards when used incorrectly

by untrained personnel or when used not as directed.
▶ To avoid the risk of injury, use only genuine Hilti accessories and additional equipment.
▶ Observe the information printed in the operating instructions concerning operation,

care and maintenance.
▶ Never use the product without having received the appropriate instruction on its use

or without having read this documentation.
▶ Due to the principle employed, the results of measurements may be negatively affected

by the surrounding conditions. This includes, e.g. close proximity to equipment that
generates powerful magnetic or electromagnetic fields, taking measurements from
unsuitable surfaces and use of unsuitable reflectors.

▶ Measurements to plastic foam surfaces, e.g. polystyrene foam, to snow or to highly
reflective surfaces, etc. may result in incorrect readings.

2.2 Proper preparation of the working area
▶ Avoid unfavorable body positions when working from ladders. Make sure you have a

safe stance and that you stay in balance at all times.
▶ Secure the site at which you are taking measurements and take care to avoid directing

the laser beam toward other persons or toward yourself.
▶ Use the product only within its specified limits. Do not direct the laser beam toward

mirrors, stainless steel, polished stone or similar surfaces.
▶ Keep the laser exit window clean in order to avoid measurement errors.
▶ Observe the accident prevention regulations applicable in your country.

2.3 Electromagnetic compatibility
Although the laser range meter complies with the strict requirements of the applicable
directives, Hilti cannot entirely rule out the possibility of interference to the laser
range meter caused by powerful electromagnetic radiation, possibly leading to incorrect
operation. Accuracy must be checked by taking measurements by other means when
working under such conditions or if you are unsure. Likewise, Hilti cannot rule out the
possibility of interference with other devices (e.g. aircraft navigation equipment). The laser
range meter complies with the requirements of class A: The possibility of interference
occurring in a domestic environment cannot be excluded.

2.4 Working safely with laser tools
▶ Laser Class 2 tools may be operated only by appropriately trained persons.
▶ Laser beams should not be projected at eye height.
▶ Precautions must be taken to ensure that the laser beam does not unintentionally

strike highly reflective surfaces.
▶ Precautions must be taken to ensure that persons do not stare directly into the beam.
▶ The laser beam must not be allowed to project beyond the controlled area.
▶ Switch the laser tool off when it is not in use.
▶ Activate the locking function in the tool settings in order to prevent unauthorized

persons, especially children, from activating the laser beam.
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▶ Store laser tools, when not in use, in places to which unauthorized persons have no
access.

2.5 General safety rules
▶ Check the product for damage before use. Have the damage repaired by Hilti Service.
▶ Before using the product, just to be sure, check the product’s preset settings and any

settings you have made yourself.
▶ Do not use the product while you are driving a vehicle or operating a machine.
▶ Check the accuracy of the product after it has been dropped or subjected to other

mechanical stresses.
▶ Although the product is designed for the tough conditions of jobsite use, as with other

measuring instruments it should be treated with care.
▶ Although the product is protected against the entry of moisture, it should be wiped

dry before being put away in its transport container.
▶ Store tools and appliances out of reach of children when not in use. Do not allow

persons who are unfamiliar with the product, or with these instructions, to operate the
product. Tools or appliances are dangerous in the hands of untrained, inexperienced
persons.
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3 Introduction to the tool
3.1 Product overview

@ On/off switch ; Measure command buttons
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= Touchscreen
% Micro-USB socket, type B
& Hinged cover
( Laser exit window

) Camera lens
+ Glass cover
§ Tripod thread
/ Image-recording camera (PD-CS)

3.2 Intended use
The product described is a laser range meter. It is designed to be used for measuring
distances. The measured distances can be used in conjunction with a wide range of
calculation functions, e.g. areas, volumes, minimum/maximum distances, Pythagoras
calculations, laying out, etc.

3.3 Items supplied
Laser range meter, wrist strap, soft pouch, short measuring extension, power supply unit
with micro-USB cable.
Other system products approved for use with this product can be found at your local
Hilti Store or online at: www.hilti.group.

3.4 Integrated battery
The product comes with a permanently integrated 3220 mAh Li-ion battery.
The Li-ion battery will typically last for 500 full charging cycles or at least two years of
moderate to heavy use.
When the battery is discharged, the charging operation lasts for roughly three hours –
provided that the USB cable and plug adapter supplied by Hilti are used.

Note
If, at the start of the charging operation, the battery was completely or almost
completely discharged, the charging signal may only appear after roughly 30
minutes.

At temperatures over 30 °C (86 °F), the time required to charge the battery will
increase considerably. Optimal battery charging times are achieved at normal interior
temperatures, away from direct sunlight.
In the case of very high exterior temperatures, i.e. 32 °C (90 °F) and over, the charging
operation will take longer. The charging operation may even be automatically interrupted
in order to maintain a safe battery temperature.
The charging operation may take longer if the USB cable supplied by Hilti is connected
to a PC for charging.
We do not recommend using micro-USB cables from other manufacturers. If this cannot
be avoided, you should first ensure that the cable in question is suitable for use with
5.0 V/2.1 A power sources. The time required to charge the tool may be significantly
increased if a different make of micro-USB cable is used. If a micro-USB cable from
another manufacturer is regularly used in place of the one supplied by Hilti, this may
impair the battery life.
▶ When starting the tool for the first time, ensure that the battery is completely charged

before putting the tool into operation.
▶ Do not charge the tool in direct sunlight.
▶ If the charging operation stops or is taking a very long time, try to find a cooler

environment in which to charge the battery.
▶ If there is anything unusual about the battery charging operation or if the battery life

falls below two hours, contact your Hilti Service team.
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▶ The tool should only be charged using the micro-USB cable supplied by Hilti. Connect
the cable to a USB port on a PC or, using the plug adapter supplied, a power outlet.

▶ If you lose the micro-USB cable or the plug adapter supplied with the tool, contact
your Hilti Service team for a replacement.

WARNING
Risk of injury caused by the laser beam. Failure to follow the correct procedures
when opening may cause uncontrolled emission of laser radiation.
▶ Always have repairs carried out by Hilti Service.

▶ The Li-ion battery must be replaced by Hilti Service as the tool has to be reconfigured
once the battery has been replaced.

3.5 Technical data
3.5.1 Distance measurement

Note
Distance and inclination measurement accuracy: Influences such as sharp
temperature fluctuations, moisture, shock, dropping, etc. can affect accuracy.
Unless otherwise stated, the tool was adjusted or calibrated under standard
ambient conditions (MIL-STD-810G). As a basic principle, when taking distance
measurements allow for an additional distance-dependent error of 0.02 mm per
meter. The reference for inclination measurements is the rear face of the tool.

PD-C PD-CS
Operating modes • Single measurements

• Range (multiple) mea-
surements

• Single measurements
• Range (multiple) mea-

surements
Distance measurement ac-
curacy (2σ, standard devia-
tion)

±1.0 mm ±1.0 mm

Inclination measurement ac-
curacy (2σ, standard devia-
tion)

±0.3° ±0.3°

Beam divergence 0.20 mrad … 0.45 mrad 0.20 mrad … 0.45 mrad
Measuring range with target
plate

0 m … 200 m
(0 ft … 656 ft)

0 m … 200 m
(0 ft … 656 ft)

Minimum distance for aim-
ing with the laser point and
cross hairs without use of
the zoom function

> 2 m
(> 6 ft - 10 in)

> 2 m
(> 6 ft - 10 in)

Minimum distance for aim-
ing with the laser point and
cross hairs at the maximum
zoom setting

> 5 m
(> 16 ft)

> 5 m
(> 16 ft)
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3.5.2 Touchscreen
Indicators Continuous display of distance, operating status and

battery charge status
Touchscreen diagonal size 10.16 cm

(4.00 in)

3.5.3 Power supply
Liion battery Built-in
Rated voltage 3.7 V
Capacity 3,220 mAh
Standby time > 200 h
Length of time until the au-
tomatic sleep mode is acti-
vated

20 min

Battery life under normal
operating conditions, display
switched on

≈ 10 h

Charging time (depending on
battery charger and charging
cable)

≈ 3 h

Battery charger input volt-
age

100 V … 240 V

Battery charger input fre-
quency

50 Hz … 60 Hz

Battery charger rated cur-
rent

0.5 A

Battery charger output volt-
age

5 V

Charging current 10 mA … 2,100 mA
Charging cable plug stan-
dard

Micro-USB

3.5.4 Laser
PD-C PD-CS

Laser class Visible, laser class
2, IEC/EN 60825-
1:2007; Class 2
CFR 21 § 1040 (FDA)

Visible, laser class
2, IEC/EN 60825-
1:2007; Class 2
CFR 21 § 1040 (FDA)

Wavelength 635 nm 635 nm
Output power < 1 mW < 1 mW
Time until activation of
power-saving mode

20 s 20 s
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3.5.5 Other characteristics of the product
PD-C PD-CS

Internal flash memory ca-
pacity for saving measure-
ments

≈ 3,000
Note
The value given is based
on typical direct mea-
surements with target
photo. The actual max-
imum depends on the
type of measurements
and the resolution of the
photos.

≈ 7,000
Note
The value given is based
on typical direct mea-
surements with target
photo. The actual max-
imum depends on the
type of measurements
and the resolution of the
photos.

Aiming camera maximum
resolution [megapixels]

5.0 5.0

Image-recording camera
[megapixels]

5.0 5.0

Bluetooth version 2.1 + EDR (3 Mbit/s) 2.1 + EDR (3 Mbit/s)
Wireless LAN •/• Complies with the stan-

dard: IEEE 802.11 b/g/n,
supported channels: 1 -
11

Bluetooth transmitting
power

12.3 dBm 15.39 dBm

Wireless LAN transmitting
power

•/• 18.47 dBm

Frequency 2,400 MHz …
2,483.5 MHz

2,400 MHz …
2,483.5 MHz

Weight 260 g
(9.2 oz)

260 g
(9.2 oz)

Dimensions 154 mm × 75 mm
× 24 mm
(6.1 in × 3.0 in × 0.9 in)

154 mm × 75 mm
× 24 mm
(6.1 in × 3.0 in × 0.9 in)

Protection class IP54 IP54
Operating temperature −15 ℃ … 50 ℃

(5 ℉ … 122 ℉)
−15 ℃ … 50 ℃
(5 ℉ … 122 ℉)

Storage temperature −15 ℃ … 50 ℃
(5 ℉ … 122 ℉)

−15 ℃ … 50 ℃
(5 ℉ … 122 ℉)

3.6 Basic principle
The tool determines the distance along a laser beam emitted by the tool to the point at
which the beam strikes a reflective surface. The red laser spot ensures that the target
is clearly identifiable. The range is dependent on ambient light levels as well as the
reflectance and structure of the target surface from which measurements are taken.
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3.7 Navigating on the display
3.7.1 Preparations at the workplace

CAUTION
Risk of injury! Inadvertent starting of the product.
▶ Remove the battery before making any adjustments to the power tool or before

changing accessories.

Observe the safety instructions and warnings in this documentation and on the product.

3.7.2 Start page
The tool’s start page contains links to the
following pages:
• Measuring application
• Project folder list within the measuring

application
• ‘Draw in picture’ function within the

measuring application
• Tool settings

(Please note: The settings for the measuring
application can be found in the ‘Application
Settings’ menu, in the ‘Functions’ drop-
down list within the measuring application)

• system apps, including the camera for
photos and videos, a gallery in which pho-
tos and videos can be viewed and a pocket
calculator.

3.7.3 Measuring application
The measuring application is the main appli-
cation for taking measurements. It offers a
range of measuring functions, some of which
are supported by assistants. The measuring
application saves the measurements in project
folders which you can export and transfer to
other devices via Bluetooth (PD-C and PD-CS)
and via WLAN (PD-CS).
The measuring application’s main page con-
tains the following:
• The project folder list; this is displayed by

tapping the active project shown at the top,
in the center of the menu bar.

• The results list for the active project;
starting with the most recent result, this
shows all of the measurements in chrono-
logical order, with the oldest result at the
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end of the list. Details relating to a specific
result can be displayed by tapping it.

• The icon for the ‘Functions’ drop-down
menu; this is located in the upper-right
corner of the display. The drop-down menu
contains all of the measuring functions (see
the overview of functions, → page 17), and
the ‘Application Settings’ menu with the
settings for the measuring application can
be found at the end of the list.

3.7.4 Toolbar
The toolbar is displayed during the measure-
ment. It allows you to activate assistants,
switch between the permanent laser and the
standard laser, switch on the aiming camera
and change the reference position.

3.7.5 Navigation bar
The navigation bar is always found at the lower
edge of the display, and includes the following
elements:
• : End a function and return to the previ-

ous view or the last menu displayed.
• : Return to the start page.
• : Display all active applications and end

or select individual ones.

3.8 Buttons and icons for triggering and ending measurements
After switching on the laser, a measurement can always be taken using one of the
three rubber measure buttons. For the majority of the functions, you can also take
measurements using the measure button icon on the display once the tool is in position
and ready to measure.
If you take a measurement when the range is shown before the measurement is triggered,
you can take the measurement by tapping on the displayed range. In the case of range
(multiple) measurements, you can also end the measurement by tapping on the displayed
distance.

Note
Pressing one of the three measure buttons will take you directly to the ‘Direct’
function.

3.8.1 Ending measurements and functions
You can end any measurement or function using .

3.9 Inclination sensor
The inclination sensor incorporated in the PD-C and PD-CS allows calculations to be
made using indirect measurements. The integrated inclination sensor measures the
horizontal inclination. In order to achieve greatest possible accuracy when making
inclination measurements, the inclination sensor must be adjusted at regular intervals.
Observe the instructions given in the tool software relating to regular adjustment. You
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must also adjust the tool after it has been exposed to a change of temperature or if it has
been subjected to an impact.
The tool is not designed for taking precise angle measurements. We recommend you
use a spirit level or a suitable precision tool for this purpose.

3.10 Measuring aids
3.10.1 Measuring extension PDA 72
The PDA 72 measuring extension is made from aluminum and is equipped with a non-
conductive synthetic rubber grip. If the PDA 72 measuring extension (optional accessory)
is screwed onto the base of the tool, a dialog appears in which you have to confirm
selection of the measuring extension. The PDA 72 measuring extension can also be
screwed to the rear of the tool.

3.10.2 Short measuring extension
The product package contains a short measuring extension (folding spike). This folding
spike is designed to allow you to work with points of reference in places otherwise
inaccessible to the flat base of the tool.
The folding spike is helpful when measuring diagonally across rooms or when points
of reference are hard to access. Observe the notes on optimizing measuring accuracy
→ page 31.
▶ The folding spike should be regularly used in certain indirect and Pythagoras mea-

surements to retain the same point of reference for all partial measurements.
▶ Insert the folding spike into the holder on the tool cover for safe storage.
In its original condition, the folding spike has a rounded end. Long-term use of the folding
spike may result in abrasion of this point.
▶ If the folding spike has been flattened by use, or if you have lost the folding spike,

please contact Hilti Service.

3.10.3 Fitting a measuring extension to the base of the tool
Note
A measuring extension will be detected automatically (and taken into account
accordingly) only when a genuine Hilti PDA 74 measuring extension (short version
for the PD-C and PD-CS, supplied with the product) or a genuine Hilti PDA 72
measuring extension (long version for the PD-I, PD-E, PD-C and PD-CS, available
separately) is screwed into the base of the tool.
Other extensions or tripods may also be used. When one of these is screwed into
the base of the tool, you must then carefully determine the offset distance and
manually enter this value in the tool.

1. Switch the tool on and unlock the display.
2. Screw the measuring extension into the

base of the tool.
◁ You will be requested to make a selec-

tion.
3. Select the matching measuring extension

or enter the offset distance.
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3.10.4 Target plates
For larger ranges and in unfavorable light conditions, we recommend use of the PDA 50,
PDA 51 or PDA 52 target plates.
For reliable measurements, care should be taken to ensure that the laser beam strikes
the target plate at right angles, as far as possible.

Note
When the PDA 50 and PDA 52 target plates are used and very high accuracy is
required, add a value of 2 mm (0.1 inches) to the measurement obtained.
This distance value can be entered manually. Select the reference setting before
or after the measurement and enter a numerical offset of 0.0025 m or 1/16 inches.

3.10.4.1 Target plate PDA 50
The PDA 50 target plate is made of durable plastic with a special reflective coating. Use
of the target plate is recommended at distances greater than 10 m in unfavorable light
conditions.

3.10.4.2 Target plate PDA 51
The PDA 51 target plate has no reflective coating and its use is recommended in
unfavorable light conditions and at shorter distances.

3.10.4.3 Target plate PDA 52
The PDA 52 target plate is equipped with the same reflective coating as the PDA 50 but
is considerably larger in size (210 x 297 mm). This makes it much easier to aim the tool
at the target plate over long distances.

3.11 Measuring very short distances
The shortest distance that the tool can reliably measure under typical operating conditions
is 15 cm (US: 6 inches). However, the minimum spacing for a reliable surface can be
up to 1.5 m if the target has a non-reflective color or surface, such as dark black, or a
smooth, velvety surface structure. If the measurement is not reliable, the tool will not
display a result.

3.12 Measuring accuracy
The accuracy of the laser distance measurement, from the tool’s reference position to
the laser spot, is determined with a maximum deviation of 1.0 mm. If a target cannot be
reached or bright sunlight does not permit this level of precision, no result is displayed.
Measuring accuracy when using the ‘Indirect’, ‘Pythagoras’ and ‘Picture’ functions may,
under typical operating conditions and without careful use of a tripod, lie significantly
beyond ±1.0 mm. The deviation depends on how exactly you retain the reference position
for each of the measurements required to calculate the end result. Continuous use of the
short measuring extension makes it easier to swivel the tool around a single, unchanged
starting point. On the other hand, rotating the tool without using a measuring extension
or a tripod will often cause slight deviation from the exact reference position.
The measuring accuracy when using the ‘Picture’ function depends on whether the tool
is positioned at an exact angle of 90° to the target (at both horizontal and vertical right
angles) and on whether the whole surface surveyed in the target picture is genuinely
level, such as a facade or a ceiling. The following table shows the typical deviations for
measurements in photos when the photo was not taken from a 90° angle.
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Errors caused by surveying from a position not at right angles to the wall
The following table presupposes that the vertical 90° angle against the wall is maintained
using the inclination indicator on the range meter.
The data on error percentages in the table estimates the deviation of the measurement in
relation to the corresponding real distance.
Limitations
• Individual adjustment of tools is not taken into account.
• Values apply to freehand measurements.
• If a tripod is used, the accuracy is increased by approximately 0.5%.

Length of the line drawn on the screen in relation to the
width of the screen (without zoom)

Deviation from the
horizontal 90°

angle against the
wall

< 30% 30% to 50% > 50% to 100%

0° ±4.5% ±2.5% ±2.2%
maximum ±3° ±5.2% ±3.7% ±4.9%

3.12.1 ‘Picture’ for advanced users
If the procedure is carried out with due care, aiming the laser at a horizontal or vertical
line at a 90° angle allows advanced users to use the ‘Picture’ function to determine a
distance along the line. This method must be used with caution, as all of the distances
determined in the picture that do not lie along a line surveyed at a 90° angle will be
significantly less accurate.

3.12.2 The influence of surfaces on the measurement
The Hilti laser module, developed on the basis of PulsePower (millions of pulses per
second), offers the best conditions for reception of an ample number of distinct samples
of reflected laser light, which are used to calculate precise measurements.
However, there are situations in which the tool will not receive a sufficient amount of
reflected light from the target. Understanding this principle means that certain remedies
are possible, such as the use of target plates from Hilti, available as an accessory. Use of
target plates allows a substantially larger amount of light to be reflected from the target
to the tool.
Examples of situations where an insufficient amount of light is reflected include missed
targets (e.g. a laser beam that misses the ceiling and is instead aimed at the sky),
luminous, non-reflective surfaces, obstructions such as mist, rain or dust between the
tool and the target, non-reflective dark surfaces or surfaces with a velvety structure,
materials that absorb light, such as foam, or rough surfaces.

3.12.2.1 Rough surfaces
When measuring to rough surfaces, such as rough plaster, an average distance value is
established with the center of the laser spot weighted higher than the edges of the laser
spot.

3.12.2.2 Curved or inclined surfaces
If the laser beam strikes the target surface at a very narrow angle, the light reflected may
be inadequate. Conversely, too much light may be reflected toward the tool in situations
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where the laser beam strikes the target perpendicularly. We recommend use of a target
plate (PDA 50, PDA 51 or PDA 52) in both of these situations.

3.12.2.3 Wet or shiny surfaces
A still, calm pond reflects both the clouds and light from the sky. A shiny, wet surface
reflects the laser light in a similar way. If the targeted surface is wet and shiny, it is
important that the measurement is taken at right angles, as far as possible, as otherwise
the light will be reflected in a different direction and too little light will return to the tool to
calculate a measurement.
Curved surfaces can also make it more difficult to reflect enough light in the direction of
the tool for a measurement to be taken.

3.12.2.4 Transparent surfaces or surfaces that absorb light
It is generally possible to measure distances to transparent or semi-transparent materials,
e.g. liquids, polystyrene foam, etc.. However, as light penetrates these materials,
measuring errors may occur.

3.12.2.5 Disruption between the tool and the measuring target
Measuring errors can occur if, for example, measurements are taken through glass panes
or other objects such as dust or aerosols are located between the laser source and the
measuring target.

4 Introduction to the measuring application
4.1 Measuring application functions and assistants
4.1.1 Functions
Functions can be selected from the following function groups in the measuring applica-
tion's ‘Functions’ drop-down menu:
Function groups and functions
Function group Functions
‘Direct’ ‘Direct’
‘Photo’ • ‘Draw in Picture’

• ‘Measure from picture’
‘Area and Volume’ • ‘Rectangle’

• ‘Volume Room’
• ‘Volume Cylinder’

‘Indirect’ • ‘Indirect’
• ‘Vertical’
• ‘Overhead’
• ‘Not reflecting’
• ‘Min/Max/Delta’

‘Pythagoras’ • ‘Pythagoras I’
• ‘Pythagoras II’
• ‘Pythagoras III’

‘Trapezoid’ • ‘Trapezoid’
• ‘Trapezoid I’

‘System Settings’ Settings for the measuring application
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4.1.2 Measuring with the help of the trigger, timer and aiming camera
Before taking a measurement, you can activate
the following assistants to provide support for
distance measurements using the icon on
the ( → page 13) toolbar:
• Triggers provide support by automatically

taking a measurement when distance mea-
surements have to be taken at an angle
which is exactly horizontal or vertical, or
when the longest or shortest distance within
a continuous measurement sequence has
to be determined.

• Timers provide the option of taking a mea-
surement 3, 5, 10 or 15 seconds after the
measure button is pressed.

• Measuring target tracking using the aiming
camera provides support when aiming at
measuring targets that are difficult to see.

Possible combinations of assistants and functions

Function Assistant
Trigger Timer Aiming camera

‘Direct’ ✓ ✓ ✓
‘Measure from pic-
ture’

✓ ✓ ✓

‘Draw in Picture’ ✓ ✓ ✓
‘Area and Volume’ ✓ ✓ ✓
‘Indirect’ ✓ ✓ ✓
‘Not reflecting’ Yes, for the first

measurement. Not
for the second mea-
surement (angle
measurement only)

Yes, for the first
measurement. Not
for the second mea-
surement (angle
measurement only)

✓

‘Min/Max/Delta’ Not applicable Not applicable ✓
‘Pythagoras’ ✓ ✓ ✓
‘Trapezoid’ ✓ ✓ ✓

4.1.3 Standard laser (single measurement)
In ‘Standard Laser’mode, after a measure
button is pressed and the measurement is
taken, the laser is switched off.
The current mode ‒ ‘Standard Laser’ or ‘Per-
manent Laser’ ‒ is displayed as an icon on
the status bar on the main screen.
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4.1.4 Permanent laser (multiple measurement)
In ‘Permanent Laser’ mode, the laser is not
switched off after a measure button is pressed
and the measurement is taken, instead remain-
ing on. This means that measurements can be
carried out in quick succession without having
to repeatedly switch the tool on.
The current mode ‒ ‘Standard Laser’ or ‘Per-
manent Laser’ ‒ is displayed as an icon on
the status bar on the main screen.

4.1.5 Using the aiming camera
Aiming with the help of the camera facilitates
accurate orientation of the laser range meter,
even at longer distances.
Minimum spacing required for use of the aiming camera's cross hairs
The aiming camera makes it easier to accurately position the laser spot. This is useful
both outside in daylight and in the case of larger interior distances, i.e. whenever it is
difficult or impossible to distinguish the laser spot.
The aiming camera and the laser are located next to each other, two to three centimeters
(roughly an inch) apart. As a result, when measuring short distances, the laser spot and
the center of the cross hairs cannot be aligned. This behavior is normal and is caused
by the same parallax error that allows you to see two fingers if you hold a single finger
against the tip of your nose. The laser spot and the cross hairs can be aligned from two
meters away (roughly 6.5 feet) when the zoom is switched off or from five meters away
(roughly 16 feet) when the zoom is set to maximum.

Note
The measurement is always calculated from the laser spot, regardless of the center
of the cross hairs.

Zoom and brightness
When the aiming camera is activated, the zoom and brightness can be adjusted by
tapping and swiping.
Zoom
Tapping on the lower edge of the screen activates the zoom setting. A bar on the upper
edge of the screen shows the current magnification as a percentage. Swiping left or right
on the lower edge of the screen allows you to adjust the magnification.
Brightness
Tapping on the right edge of the screen activates the brightness setting. A bar on the
right edge of the screen shows the current brightness as a percentage. Swiping up or
down on the right edge of the screen allows you to adjust the brightness of the aiming
camera picture.

4.1.6 Measuring references
Reference positions

The reference position is the laser exit window, i.e. the front edge of the
tool.
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The reference position is the tripod thread on the back of the tool.

The reference position is the tripod thread on the base of the tool.

The laser range meter can measure distances from three different points of contact or
measuring references. You can switch between the laser exit window, base of the tool and
thread on the underside of the tool using the ‘Measuring references’ menu on the toolbar.
When screwing a measuring extension or a tripod to the base of the tool (position (9) on
the product overview), the tool will query whether a short or long measuring extension is
being used or whether a different value has to be entered. The tool automatically sets
the appropriate measuring reference for the selected measuring extension. For other
purposes, such as a value for a tripod, the result from a new measurement, a saved result
or a numerical input can be used.
Offset settings
The ‘Offset Value’ function automatically increases or reduces all measurements by a
defined value. The offset value is set using the following options:
• ‘New measurement’: Measure a distance.
• ‘Data’: Select a saved measurement.
• ‘Numeric Input’: Numerical input, e.g. a distance measured elsewhere.

4.2 Measuring with the help of triggers and timers
4.2.1 Activation and deactivation
The icon is used to activate the trigger and
the timer, which provide assistance during the
measuring process. The trigger and timer can
be combined with various measuring functions
( → page 18).
The ‘Default mode’ option can be used to
deactivate the trigger and the timer.

4.2.2 Trigger ‘Minimal’
The tool records the shortest distance registered during continuous measurement.

Note
This measuring program is particularly helpful if a measurement to a target position
has to be taken completely plumb.

4.2.3 Measuring minimum distance
1. Press the "Measure" button once.
◁ Continuous measurement begins.

2. Press the "Measure" button again.
◁ Continuous measurement ends and the shortest distance determined during

continuous measurement is displayed.

4.2.4 Trigger ‘Maximal’
The tool records the greatest distance registered during continuous measurement.
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Note
This measuring program is particularly helpful if a measurement has to be taken in
a hard-to-reach area, such at the corner of a ceiling.

4.2.5 Measuring maximum distance
1. Press the "Measure" button once.
◁ Continuous measurement begins.

2. Press the "Measure" button again.
◁ Continuous measurement ends and the longest distance determined during con-

tinuous measurement is displayed.

4.2.6 Trigger ‘Horizontal’
During continuous measurement, the tool only records values registered at an incline of 0°.

Note
This measuring program is particularly helpful if a measurement has to be taken
exactly in the horizontal plane but you do not have a tripod to hand. It ensures that
the tool does not deviate from the horizontal plane.

4.2.7 Measuring horizontal distances
1. Press the "Measure" button once.
◁ Continuous measurement begins.

2. Aim the tool at approximately 0°.
◁ At exactly 0° the tool takes a measurement automatically, ends continuous

measurement and displays the horizontal distance.

4.2.8 Trigger‘Vertical’
During continuous measurement, the tool only records values registered at an incline of
90°.

Note
This measuring program is particularly helpful if a measurement has to be taken at
a completely vertical angle but you do not have a tripod to hand, by ensuring that
the tool does not deviate from a vertical orientation.

4.2.9 Measuring vertical distance
1. Press the "Measure" button once.
◁ Continuous measurement begins.

2. Aim the tool at approximately +90° or -90°.
◁ At exactly +90° or -90° the tool takes a measurement automatically, ends continu-

ous measurement and displays the vertical distance.

4.2.10 Delayed measurement using ‘Timer’
When measuring using the ‘Timer’ function, the tool takes a delayed measurement after
the measure button is pressed. This delay can be set to 3, 5, 10 or 15 seconds.

Note
The ‘Timer’ function cannot be combined with the assisted measuring methods.
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4.3 Measurements, managing project folders and exporting data
4.3.1 Measurements
The tool saves measurements, photos of the
measured targets and any calculations that
have been carried out. Each result can be
supplemented with annotations or a photo.
With average camera settings and ordinary
use, approximately 3000 results can be saved.
The tool will notify you if the memory capacity
is full. Further results can only be saved once
space has been created in the project folders.
Each result is saved in a project folder. Results
are shown in chronological order, with the
most recent result at the top.

4.3.2 Displaying measurements
Regardless of the unit of measurement selected in the ‘Settings’ menu, the measuring
application shows the calculated results as a numerical value to three decimal places.

Note
This value, shown to three decimal places, does not provide the real range in the
case of either direct or indirect measurements. Rather, this value represents as
accurate a calculation as possible. In the case of direct measurements, the result
shown may deviate from the actual value by up to ±1 mm.
Results produced by indirect calculations do not achieve the same level of accuracy
as results from direct calculations.

4.3.3 Managing project folders
You can add and name projects. If no project folder has been set up, measurements are
saved to a folder labeled ‘Default Project’.
If you delete the ‘Default Project’ folder, all of the results in this folder are deleted and
the ‘Default Project’ folder is recreated.
Project folders can be renamed or deleted. The last folder used is displayed when the
tool is switched back on.
Measurements cannot be moved to different project folders.
▶ You should therefore ensure that the correct folder for the project has been either

selected or created before taking any measurements.
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4.3.4 Buttons for managing project folders
▶ The buttons for editing and deleting project

folders and exporting files can be accessed
by swiping left on the project folder entry.

▶ Use the pencil icon to rename the project.
▶ Use the trash icon to delete the project

along with all of its content.
▶ Use the export icon to export all of the

results from the current project into a file.
▶ Use the export icon to export individual

results from the current project that were
created using the ‘Measure from picture’
and ‘Draw in picture’ functions.

4.3.5 Exporting data
The PD-C and PD-CS can share files via Bluetooth or transfer files to a third-party
application via WLAN. Third-party applications may be used at the discretion of the
user and at his or her own responsibility. The terms of business or login configurations
may change through use of third-party applications. Hilti accepts no responsibility and
provides no support for third-party applications.

Note
Users of Mac computers with Mac OS X 10.5 and later versions, who wish to
transfer files from the PD-C to a Mac computer, may download the official file
transfer software from Android. Please visit https://www.android.com/filetransfer/
for more information.

The target device for the Bluetooth connection must already be paired in order for the file
transfer to take place.

Note
Many Bluetooth-enabled devices with Android or PCs with various versions of
Windows were successfully paired during the course of our tests. Nevertheless,
Hilti cannot guarantee that pairing will work with every device. Apple does not allow
the range meter to transfer files to Apple devices via a Bluetooth connection.
Projects can be exported in PDF or CSV format, while results from the ‘Measure
from picture’ and ‘Draw in Picture’ functions are exported as a JPG file. The files
can also be exported to the flash memory on the range meter. They can then be
transferred from the flash memory to a PC using a micro-USB cable.
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4.3.6 Exported data in flash memory
Note
Results that are no longer required should be deleted on a regular basis in order to
ensure that the PD-C and the PD-CS do not reach the limit of their 2 GB memory
capacity.
However, even if the sizes of the result files vary, for example because they
contain annotated pictures, typical users can store approximately 3000 results in
the available memory.

Files in flash memory cannot be viewed using the PD-C or the PD-CS on their own. The
current software provides no file management function that will allow the user to view,
edit or delete files stored in the flash memory.
Once the PD-C is connected to a PC using a micro-USB cable, the root folder of the
PD-C should appear in the Windows file system under “My Computer”. The name of the
folder is pdc_export. This folder contains subfolders for all of the exports, chronologically
ordered by the date and time of the export as well as by the name of the project or result.
▶ Copy the folder or specific files in the pdc_export directory to your PC.

4.4 Point measurements and range (multiple) measurements
Distance measurements can be carried out as point or range (multiple) measurements.
Point measurements
In point measurements, the range is measured for the targeted point.
Range (multiple) measurements
In range (multiple) measurements, either a minimum or maximum figure is determined for
the scanned area. A range (multiple) measurement is used to set out given distances or
lengths and can also be used where distance measurement is otherwise difficult, e.g. at
corners, edges or in niches, etc..
During a range (multiple) measurement, the range is displayed virtually in real time. The
speed at which the display is updated depends on the reflectivity of the target surface.
After the measurement is completed, the results page is displayed in the project folder.

4.5 Measuring range
The brightness of ambient light has an effect on the measuring range.

4.5.1 Increase ranges
The range of the tool is generally increased when measurements are taken in the dark, at
dawn or dusk and when the target and/or the tool is shaded from bright light.
Use of the PDA 72 measuring extension or a tripod increases the likelihood of successful
measurement at long distances by making it easier for the tool to receive reflected beams.
Use of target plates also allows you to increase the range of the tool ( → page 15).

4.5.2 Reduced ranges
Measuring range may be reduced if ambient light is very bright, e.g. in bright sunlight or
when working under very powerful floodlights.
Measurements taken to mat green, blue or black surfaces may reduce the range of the
tool to the same extent as wet or shiny surfaces.
The range may be reduced or the result distorted if objects are located in the path of the
laser beam or if measurements are taken through glass.
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4.6 Recording measuring targets with the help of the camera
1. Tap on the "Camera" icon.
2. Record the target using the camera and align the cross hairs over it.
3. Take the measurement.
4. Tap on the "Camera" icon again if you no longer wish to work with the camera's

assistance.

5 Preparation and settings
5.1 Charging the built-in battery
▶ Charge the internal battery completely before using the tool for the first time (see

→ page 8).

5.2 Switching on and off, standby mode and unlocking
5.2.1 Switching on
1. Press the on/off switch briefly.
◁ The product will be ready for use after 15–20 seconds. The locked display is shown.

2. To unlock the display, swipe the lock symbol off the screen to the right.
◁ The measurements for the currently active project are displayed and can be

used to select functions.

5.2.2 Standby mode or switching off
After normal use, the range meter can either be switched off or set to standby mode. The
tool automatically switches to standby mode after a certain length of time without use.
If the battery is fully charged and Bluetooth is deactivated, the tool can remain in standby
mode for between one week and one month before it has to be recharged. This means
that standby mode is ideal for normal daily use.

5.2.3 Activating standby mode
▶ Press the on/off switch briefly.
◁ The display switches off and the tool goes into standby mode.

Note
If the range meter is in standby mode, it can be reactivated using any of the four
buttons.

5.2.4 Unlocking the tool
Note
If the tool has not been used for some time, it switches to sleep mode and the
display is locked.

1. Press one of the four buttons on the tool.
◁ The display switches on and the lock symbol is shown.

2. To unlock the display, swipe the lock symbol off the screen to the right.
◁ The tool is unlocked.

Note
Pressing one of the three measure buttons will take you directly to the ‘Direct’
function.
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5.2.5 Switching off
Note
If you will not need the tool in the next few days or if you will have to go for a long
time without charging the battery, all you have to do is switch the tool off.

1. Press the on/off switch for several seconds.
2. Select ‘Switch off’ from the menu.
3. Confirm the settings by pressing ‘OK’.
◁ The tool vibrates twice and switches itself off.

5.3 Adjusting the inclination sensor
Note
Regular adjustment of the inclination sensor helps ensure high measuring accuracy.
This applies to indirect measurements in particular, the results of which rely on the
accuracy of the inclination sensor.
(The inclination sensor does not influence the accuracy of the laser in direct
measurements.)

1. Select the option ‘Settings’ and ‘Adjusting the inclination sensor’ from the ‘Func-
tions’ menu.

2. Lay the tool on a flat surface with the display facing upwards.
3. Press the "Measure" button.
4. Rotate the tool, without lifting it off the surface, until it points in the opposite direction.
5. Press the "Measure" button.
◁ The inclination sensor is adjusted.

5.4 Establishing a Bluetooth connection
Note
If you are connecting the range meter to another device via Bluetooth for the first
time, ensure that Bluetooth is activated on the other device and that the counterpart
device is set to be visible to other devices. Without taking these two steps, it may
not be possible to connect the range meter to the other device.

1. Open the tool settings on the start page.
2. Switch on the "Bluetooth" option in the "WIRELESS & NETWORKS" section.
3. Select "More...".
◁ The tool searches for suitable Bluetooth devices.

4. In the settings on the device to which you want to connect the tool, ensure that the
device is visible to other devices and that it is able to connect to new devices. Further
information may be included in the documentation for the respective devices.

5. If no Bluetooth devices were found, select "Search for devices".
6. Select the device you wish to pair with under "Available devices" as soon as it is

displayed.
7. Confirm the pairing by pressing "Yes" or "Pair".

Note
You can increase the battery life of the Li-ion battery if you deactivate Bluetooth
after carrying out a data transfer.
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5.5 Establishing a WLAN connection
PD-CS

1. Open the system settings.
2. Activate WLAN in the Wireless and networks section.
3. Select the desired network.

5.6 Settings for the measuring application
Setting Description
‘Length unit’ Selecting the unit of length for distance measurement

For Japan: Tools registered in Japan are only able to
work with metric units.
Note
After selecting a different unit, any saved measurements
are converted into the new unit.

‘Slope unit’ Selecting the unit of length for inclines
‘Audible signal’ Switching the audible signal on or off
‘Vibration’ Switching vibration on or off
‘Adjusting the inclination
sensor’

Starting the adjustment process

‘Target picture’ Switching the creation of a target picture on or off. The
target picture is saved and displayed together with the
measurement in the results list.
Standard setting: On

Standard setting for the
aiming camera for direct
measurement (‘Target
camera by default, for
direct function’)

Set the aiming camera to “On” or “Off” as the default
setting for direct measurements (individual measure-
ments). When set to “Off”, the aiming camera can be
switched on as needed. When set to “On”, the aim-
ing camera is always switched on automatically when
preparing to take a direct measurement.
Standard setting: Off

Standard setting for the
aiming camera for com-
bined functions (‘Target
camera by default, for
combined functions’)

Set the aiming camera to “On” or “Off” as the default
setting for all measurements except direct measure-
ments. When set to “Off”, the aiming camera can be
switched on as needed in order to make it easier to po-
sition the laser spot. When set to “On”, the aiming cam-
era is always switched on automatically when preparing
to take a direct measurement.
Standard setting: Off

‘Default settings’ The “On” setting reactivates the standard settings for all
measuring application settings.

‘Default settings’ The “On” setting reactivates the standard settings for all
measuring application settings.

‘PD-C project export’ The Hilti logo that appears at top left of PDF reports can
be set to “on” or “off”.
Standard setting: On
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Setting Description
‘Please choose valid im-
age type (jpg/png)’

The user’s business card can be shown or hidden (on
the PDF report). Before this function can be used, a
photograph of the business card must be taken with the
device.
Standard setting: None

6 Working with the measuring application
6.1 Direct measurements using the ‘Direct’ function
6.1.1 Taking single, direct distance measurements
1. Select the project for which you wish to take the measurement.
2. Select the ‘Direct’ option from the ‘Functions’ menu.
◁ The laser is switched on and a measure button icon appears on the display.

3. Position the base of the tool on the starting point of the measurement. When doing
so, ensure that the tool is in a stable position.

4. Maintaining the stable position of the tool, aim the laser spot at the end point of the
measurement.

5. Tap on the measure button icon or press a measure button.
◁ The measurement ends and the result is displayed.
◁ You can access additional information about the result by tapping on the information

icon.
Note
You can add a picture for annotation purposes by tapping on the camera icon,
or you can swipe the results list to the left to inspect the target picture for the
measurement.

6.1.2 Continuous measuring (tracking) mode
This mode is activated by holding down the measure button for a longer time, and is
particularly useful when using the ‘Horizontal’, ‘Vertical’, ‘Maximal’ or ‘Minimal’ triggers.

6.1.3 Activating continuous measuring (tracking) mode
1. To activate the continuous measuring (tracking) mode, hold down one of the measure

buttons for roughly two seconds.
◁ Once continuous measuring (tracking) is activated, the audible signal will sound

2–3 times per second and the distance will be shown in the middle of the display
on a continuous basis.

2. To deactivate continuous measuring (tracking), tap the distance shown in the middle
of the display or press one of the measure buttons.
◁ The audible signal stops and the last valid measurement is displayed.

Note
You can switch off the audible signal in the settings for the measuring application.

6.2 Determining and recording distances in pictures using the ‘Picture’ function
There are two functions that allow distances to be determined and recorded directly in a
picture taken using the built-in camera.
• Determine distances in pictures (‘Measure from picture’)
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• Draw in pictures (‘Draw in picture’)
The built-in front camera is optimized to detect the laser spot at greater ranges and
therefore features a narrow field of view. To obtain pictures of wider areas, the distance
from the object to be surveyed must be increased accordingly.
The built-in image-recording camera (PD-CS) has a wide field of view. This camera is
activated only when the Draw in Picture function is in use.

6.2.1 ‘Measure from picture’
This function provides approximate values for distances you plot with lines along certain
elements in the picture. These lines must be drawn on a level surface (2D), such as on a
wall, facade or ceiling.
Examples of applications for the ‘Measure from picture’ function:
• Estimation of an approximate distance, e.g. the minimum height of a ladder in relation

to the height of a wall so that the top of the wall will remain within reach
• Estimation of the space available for the installation of a fascia on a facade
If the laser beam is aligned at right angles (90°) to the level surface, the estimation is
accurate to ±1‒2%.
The limitation of this function compared to the next function, ‘Draw in picture’, is that
when taking measurements and surveying, the right angle has to be maintained exactly.
The tool is unable to ascertain whether the camera angle is correct or whether the surface
in the picture is level. In this case, the deviation between the estimation and the actual
measurement would be significant.
While you are drawing and extending a line, you can view the distance on the display
that is automatically calculated from the picture.

6.2.1.1 Determining distances in pictures
1. Select the option ‘Picture’ and ‘Measure from picture’ from the ‘Functions’ menu.
◁ The laser is switched on.

2. Hold the tool at right angles to the level surface you are aiming at.
3. Press the measure button once or tap on the cross hairs.
◁ The targeted area is surveyed and the measured distance is displayed.

4. Tap on the pencil icon.
◁ The line icon and the icon for annotations appear and fade back out after a few

seconds.
Note
If the icons have faded out, tap the picture to display the icons again.

5. Tap the line icon.
◁ A line is placed in the picture.

6. Move the starting and end points of the
section into the approximate positions.

Note
The starting and end points of the sec-
tion must lie within the level surface. If
the picture contains areas that are not
part of the level surface, positioning
the end points in these areas will lead
to values that deviate significantly.
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7. Touch and hold the end point to enlarge it,
and then release the end point in exactly
the right position.
◁ The determined length of the line posi-

tioned in the picture is displayed.

6.2.1.2 ‘Measure from picture’ ‒ additional functions
▶ Add line segments: Select the “New line segment” icon at lower left.
▶ Extend or remove line segments: Tap the line segments on the display.
▶ Draw an area: Where you have three or more line segments, connect the last segment

to the first one.

6.2.2 Recording measured distances in pictures (‘Draw in picture’)
1. Select the option ‘Picture’ and ‘Draw in picture’ from the ‘Functions’ menu.
2. Enter the area in which you would like to record measured distances.

Note
You may also select a picture from the gallery instead of a photo.

3. Tap the check mark if you would like to use the picture.
◁ The picture will be adopted and displayed for editing.

Note
You can repeat the following steps at any time if you reopen the picture in the
project folder.

4. Tap the pencil icon.
◁ The line icon and the icon for annotations appear and then fade out after a few

seconds.
Note
If the icons have faded out, tap the picture to display the icons again.

5. Tap the line icon.
6. Select the source of the distance input:

either by taking a measurement with ‘Di-
rect’, by selecting a saved measurement
with ‘Data’ or by entering a value with ‘Nu-
meric Input’.
◁ A dimensioned line will be placed in the

picture.
7. Move the starting and end points of the line

segment into the approximate positions.
8. Touch and hold the end point to enlarge it

and then release the end point in exactly
the right position.
◁ You can now view or edit the picture.

9. To save the picture, export it as a JPG file.

6.2.2.1 Documenting the distances measured on pictures ‒ additional functions
▶ Edit the stored result: Tap on the pencil icon at the lower left.
▶ Add a description in text form: Tap on the text icon at the lower middle.
▶ Export the result as a JPG file: Tap on the icon at the lower right.
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▶ Insert a section in the photo: Tap on the icon at the lower left.
▶ Insert a text box in the photo: Tap on the icon at the lower right.

6.3 Calculating areas and volumes
6.3.1 Functions‘Area and Volume’
Areas of rectangles and triangles as well as volumes of cuboids and cylinders can be
calculated directly using the icons on the touchscreen.

6.3.2 Calculating rectangular areas
1. Select the option ‘Area and Volume’ and ‘Rectangle’ from the ‘Functions’ menu.
2. Measure the width.
3. Measure the height.
◁ The area is displayed.

6.3.3 Calculating rectangular areas ‒ additional functions
1. Select the symbol for the "Sum" function after generating a result.
2. Continue measuring areas.
◁ The total area is displayed.

3. Read the result.

6.3.4 Calculating cubic volumes
1. Select the option ‘Area and Volume’ and ‘Volume Room’ from the ‘Functions’ menu.
2. Measure the length.
3. Measure the width.
4. Measure the height.
◁ The volume is displayed.

6.3.5 Calculating cylindrical volumes
1. Select the option ‘Area and Volume’ and ‘Volume Cylinder’ from the ‘Functions’

menu.
2. Measure the length.
3. Measure the diameter.
◁ The volume is displayed.

6.4 Indirect measurements
6.4.1 Using indirect measurements

Note
The accuracy of measurements taken using the ‘Indirect’ and ‘Pythagoras’ func-
tions is primarily dependent on whether the reference position is kept constant. This
is not easy to achieve if the tool is simply held by hand, without any form of support.
Greater accuracy can be achieved if the tool is set down on a firm surface, such as
a table or floor. If no firm surface is available, it can help to attach the tool to the
center of your own body, for example by securing it to a belt.
The best solution is always to rest the measuring extension on a flat, firm surface.
The most effective way to improve accuracy is to maintain the point of the measuring
extension at exactly the same reference position while the measurements are taken.

Indirect measurements can be used to determine distances that cannot be measured
directly. There are several methods that can be used to indirectly measure distances. A
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visual representation shows you which distance to measure for each partial measurement.
Once all of the necessary distances and inclines have been measured, the result is
calculated and shown on the display.
In principle, results obtained from indirect measurements cannot be expected to have
the same accuracy as results obtained from direct measurements.

6.4.1.1 Guidelines for indirect measurements
▶ Observe the guidelines below in order to obtain the best possible results.
▶ Pay attention to the geometry (i.e. right angles and triangle relationships).
▶ Carefully aim the tool at the corners of the object when all of the measuring points lie

in the same plane and you are taking measurements from a location not too far away
from the object.

▶ Do not tilt the tool to the side when measuring at an angle as this will cause measuring
errors. If the tool is tilted to the side, a warning message will be displayed and it will
not be possible to take measurements.

▶ When taking indirect measurements, ensure that all measurements are taken in either
a vertical or horizontal plane.

▶ Use exactly the same point of contact and pivot axis in all measurements for the
‘Indirect’ and ‘Pythagoras’ functions.

6.4.1.2 ‘Indirect’ versus ‘Pythagoras’
At first glance, there is little to distinguish the two functions. The main difference is
that the ‘Indirect’ function group relies on the tool's vertical inclination sensor, and each
measurement has to be taken in the same vertical plane. In contrast, the ‘Pythagoras’
function group does not use the inclination sensor, therefore allowing measurements to
be taken in a direction regardless of the incline.
The ‘Indirect’ function group can be used, for example, to calculate the height of a wall
by measuring just two points: To the bottom, where the floor and wall meet, and to the
point exactly above this where the wall and ceiling meet.
The tool is able to indirectly calculate the height because it knows the angle of both
measurements.
The same result can be obtained using the Pythagoras functions. As the inclination sensor
is not active, at least one plumb measurement must be taken to the analyzed object.
The advantage of taking measurements using the ‘Indirect’ function group is that fewer
steps are required. The advantage of taking measurements using the ‘Pythagoras’
function group is that horizontal and diagonal lengths can be measured indirectly,
provided that at least one plumb measurement can be taken to the section.

6.4.2 ‘Indirect’,‘Vertical’
This function measures the vertical distance between two points on a completely vertical
structure.
It is particularly suitable for when a vertical distance on a wall has to be measured without
direct access (e.g. determining the story height on a building).

6.4.3 Measuring horizontal distances indirectly
1. Select the option ‘Indirect’ and ‘Horizontal’ from the ‘Functions’ menu.
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2. Measure the distance to the vertical axis of the 90° structure at any desired angle, but
within the same vertical plane in which the distance to be measured lies.
◁ The result is displayed.

Note
Adjust the inclination sensor at regular intervals ( → page 26). This helps ensure
high measuring accuracy .

6.4.4 Measuring vertical distances indirectly
1. Select the option ‘Indirect’ and ‘Vertical’ from the ‘Functions’ menu.
2. Position the tool so that the display is facing upwards or downwards. It is essential to

avoid inclination to the side.
Note
Take care to ensure that the reference position remains unchanged during the
entire measuring operation. Use of the short measuring extension is helpful.
This indirect function makes use of the angle sensor, which works only with a
vertical pivot. In other words, the display can face upwards or downwards, but
should not be tilted to the left or right. If it is tilted to the side by more than 5° then
the inclination indication disappears from the display and angle measurement is
no longer possible.

3. Measure the distance to the upper end point.
4. Keeping the reference position the same, tilt the tool in the vertical plane towards the

lower end point.
5. Measure the distance to the lower end point.
◁ The result is displayed.

Note
Adjust the inclination sensor at regular intervals ( → page 26). This helps ensure
high measuring accuracy .

6.4.5 Measuring horizontal distance overhead indirectly
1. Select the option ‘Indirect’ and ‘Overhead’ from the ‘Functions’ menu.
2. Position the tool so that the display is facing upwards or downwards. It is essential to

avoid tipping the tool to the side.
Note
Take care to ensure that the reference position remains unchanged during the
entire measuring operation. Use of the short measuring extension is helpful.
This indirect function makes use of the angle sensor, which works only with a
vertical pivot. In other words, the display can face upwards or downwards, but
should not be tilted to the left or right. If it is tilted to the side by more than 5° then
the inclination indication disappears from the display and angle measurement is
no longer possible.

3. Measure the distance to the first end point.
4. Keeping the reference position the same, tilt the tool in the vertical plane towards the

second end point.

Printed: 29.11.2017 | Doc-Nr: PUB / 5328331 / 000 / 01



34 English

5. Measure the distance.
◁ The result is displayed.

Note
Adjust the inclination sensor at regular intervals ( → page 26). This helps ensure
high measuring accuracy .

6.4.6 ‘Indirect’,‘Not reflecting’
This function measures the distance to the end point of an object that is barely reflective,
such as the top of a crane or a tree.
It is suitable for calculating a distance if a target point is not reflective.

6.4.7 Measure the height of an object when only one target point is clearly visible
– indirect measurement

1. Position the tool so that the display is facing upwards or downwards. It is essential to
avoid tipping the tool to the side.

Note
Take care to ensure that the reference position remains unchanged during the
entire measuring operation. Use of the short measuring extension is helpful.
This indirect function makes use of the angle sensor, which works only with a
vertical pivot. In other words, the display can face upwards or downwards, but
should not be tilted to the left or right. If it is tilted to the side by more than 5° then
the inclination indication disappears from the display and angle measurement is
no longer possible.

2. Measure the distance to the lower end point.
3. Keeping the reference position unchanged, pivot the tool vertically towards the upper

end point. Switch the aiming camera on if the end point you are targeting is not
reflective.

4. Take the measurement to the end point.
◁ The tool measures the angle to the end point and the result is displayed.

Note
Adjust the inclination sensor at regular intervals ( → page 26). This helps ensure
high measuring accuracy .

6.4.8 Minimum and maximum and the difference between them within a range
6.4.8.1 Min/Max/Delta
This function activates continuous measurement. By sliding the tool along a level
reference surface during a measurement, for example, or rotating it around a point of
reference, you can determine the maximum and minimum distance from the reference
object, as well as the difference between the minimum and maximum values.

6.4.8.2 Determining the difference between the minimum and maximum
distances within an area

1. Activate the ‘Min/Max/Delta’ function.
2. Position the tool.
3. Press a measure button.
◁ Continuous measurement begins.

4. Move the tool along the reference line or reference plane.
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5. Press a "Measure" button again.
◁ The measurement ends and the result is displayed.

6.5 Measurements using Pythagoras functions
6.5.1 Function group ‘Pythagoras’

Note
You will obtain the most accurate results for the ‘Indirect’ and ‘Pythagoras’
functions if you use exactly the same point of contact and pivot axis for every
measurement.

Note
Pythagoras functions are particularly helpful for measuring horizontal and vertical
lengths indirectly as these cannot be measured using the functions of the ‘Indirect’
group.

6.5.2 Function‘Pythagoras I’
This function indirectly determines the length of a section by taking a 90° measurement
to the starting point of the section. This is useful for determining the lengths of horizontal
sections.

6.5.3 Measuring using the ‘Pythagoras I’ function
1. Measure the distance to the closer section end point from a position at right angles.

Note
When taking the measurement at right angles it is important to adhere exactly to
the 90° angle.
Take care to ensure that the reference position remains unchanged during the
entire measuring operation. Use of the short measuring extension is helpful.
As the Pythagoras functions do not make use of the inclination sensor, the tool
can be pivoted in any direction.

2. Measure the distance to the farthest end point of the section.
◁ The result is displayed.

6.5.4 Function‘Pythagoras II’
This function indirectly determines the length of a section by taking a 90° measurement
to a point within the section.

6.5.5 Measuring using the ‘Pythagoras II’ function
1. Measure the distance to the first end point of the section.

Note
Take care to ensure that the reference position remains unchanged during the
entire measuring operation. Use of the short measuring extension is helpful.
As the Pythagoras functions do not make use of the inclination sensor, the tool
can be pivoted in any direction.
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2. Measure a distance to the section from a position at right angles. Please note that this
point must lie on the same line as the two section end points.

Note
When taking the measurement at right angles it is important to adhere exactly to
the 90° angle.

3. Measure the distance to the other end point of the section.
◁ The result is displayed.

6.5.6 Function‘Pythagoras III’
This function indirectly determines the length of a section by taking a 90° measurement
to a point along a line extending past the section.

6.5.7 Measuring using the ‘Pythagoras III’ function
1. From a position at right angles, measure the distance to a point that lies on a line

extending past the section.
Note
When taking the measurement at right angles it is important to adhere exactly to
the 90° angle.
Take care to ensure that the reference position remains unchanged during the
entire measuring operation. Use of the short measuring extension is helpful.
As the Pythagoras functions do not make use of the inclination sensor, the tool
can be pivoted in any direction.

2. Measure the distance to the first end point of the section.
3. Measure the distance to the other end point of the section.
◁ The result is displayed.

6.6 Measurements using trapezoid functions
6.6.1 Function group ‘Trapezoid’
To measure an inclined surface, three reference measurements must be taken.

Note
Measurements using the ‘Indirect’, ‘Pythagoras’ and ‘Trapezoid’ functions typi-
cally obtain considerably less accurate results than direct measurements. This is due
to the variation in positioning that usually occurs when holding the tool by hand (with-
out a stable tripod and without accurately marked contact points and target points).

6.6.2 Function‘Trapezoid I’
This function determines the length of an inclined surface using three reference measure-
ments.

6.6.3 Measuring using the ‘Trapezoid I’ function
1. Measure from a starting point on a level surface to a target at the upper end of the

sloping surface.
Note
The first and the third measurements must intersect with the section measured
by the second measurement at an angle of 90°. Measuring accuracy can be
increased by using the horizontal and vertical measure command buttons.
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2. Measure the horizontal distance between the exact reference points used for the first
and third measurements.

3. Measure from a starting point on the same level surface used for the first measurement
to a target at the lower end of the sloping surface.
◁ The result is displayed.

6.6.4 Function ‘Trapezoid II’
This function determines the length of an inclined surface using two reference measure-
ments.

6.6.5 Measuring using the ‘Trapezoid II’ function
1. Measure from a starting point on a level surface to a target at the upper end of the

sloping surface.
Note
Take care to ensure that the reference position remains unchanged during the
entire measuring operation. Use of the short measuring extension is helpful.

2. Tilt the tool vertically downwards and aim at the lower end point.
3. Take a measurement to the lower end of the sloping surface.
◁ The result is displayed.

7 Care and maintenance
7.1 Cleaning
Your tool is designed for typical operating conditions on construction sites. Its ingress
protection against dust and splashes complies with protection class IP54.
Dirt on the glass guard on the camera lens and the laser exit window can impair measuring
reliability and the clarity of measuring target imaging.
▶ If the tool is dirty, clean it with a soft, slightly damp cloth.
▶ Pay particular attention to the cleanliness of the glass guard on the camera lens and

the laser exit window.
▶ To clean the glass guard on the camera lens and the laser exit window, switch the

tool off and gently and carefully clean the glass surface right into the corners.

7.2 Touchscreen
The tool is equipped with a resistant touchscreen designed for regular operation with work
gloves. The touchscreen is not designed for use with additional protective accessories.
While such accessories can be used, they have not been tested and may impair the
responsiveness of the touchscreen.
▶ Wipe the touchscreen with a clean, non-abrasive cloth so that it is shiny and responsive

to the touch.
▶ Stop using the tool if the touchscreen is broken and contact Hilti Service.

7.3 Adjusting the inclination sensor
7.3.1 Adjustment intervals
In order to achieve greatest possible accuracy when making inclination measurements,
the inclination sensor must be adjusted at regular intervals. Adjustment is also necessary
if the product has suffered an impact or has been subjected to considerable temperature
change.
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7.3.2 Adjusting the inclination sensor
1. Select the option ‘Settings’ and ‘Adjusting the inclination sensor’ from the ‘Func-

tions’ menu.
2. Lay the tool on a flat surface with the display facing upwards.
3. Press the “Measure” button.
4. Rotate the tool, without lifting it off the surface, until it points in the opposite direction.
5. Press the “Measure” button.
◁ The inclination sensor is adjusted.

8 Transport and storage
8.1 Transport
▶ To protect the PD-C / PD-CS always use the soft pouch supplied by Hilti for carrying

and for transport.

8.2 Storage
▶ Do not put the tool into storage when wet. Allow it to dry before putting it away.
▶ Observe the storage temperature limits for the equipment, which are given in the

Technical Data section.
▶ Check the accuracy of the equipment before it is used after a long period of storage

or transportation.

9 Troubleshooting
If the trouble you are experiencing is not listed in this table or you are unable to remedy
the problem by yourself, please contact Hilti Service.
Trouble or fault Possible cause Action to be taken
The tool will not start. The battery is discharged. ▶ Charge the built-in bat-

tery.
The battery is faulty. ▶ Contact Hilti Service.

10 RoHS (Restriction of Hazardous Substances)

Click on the link to go to the table of hazardous substances: qr.hilti.com/r4890614.
There is a link to the RoHS table, in the form of a QR code, at the end of this document.

11 Disposal
Most of the materials from which Hilti tools and appliances are manufactured can

be recycled. The materials must be correctly separated before they can be recycled.
In many countries, your old tools, machines or appliances can be returned to Hilti for
recycling. Ask Hilti Service or your Hilti representative for further information.

▶ Disposal of electric tools or appliances together with household waste is not
permissible.
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12 Manufacturer’s warranty
▶ Please contact your local Hilti representative if you have questions about the warranty

conditions.

13 FCC statement (applicable in US) / IC statement (applicable in Canada)

Note
This equipment has been tested and found to comply with the limits for a class B
digital device, pursuant to part 15 of the FCC rules. These limits are designed
to provide reasonable protection against harmful interference in a residential
installation. This equipment generates, uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the instructions, may cause
interference to radio communications.

However, there is no guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception, which
can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by taking the following measures:
• Re-orient or relocate the receiving antenna.
• Increase the separation between the equipment and receiver.
• Connect the equipment to a power outlet on a circuit different from that to which the

receiver is connected.
• Consult the dealer or an experienced TV/radio technician for assistance.

Note
Changes or modifications not expressly approved by Hilti may restrict the user’s
authorization to operate the equipment.

This device is in compliance with paragraph 15 of the FCC Regulations RSS-210 of the
ISED Regulations.
Operation is subject to the following two conditions:
• This device shall cause no harmful interference.
• This device must accept any interference received, including interference that may

cause undesired operation.
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.הארמןוגכ,םיריזחמםיחטשבגגושבתעגופהניארזיילהןרקשאדוולידכתוריהזיעצמאטוקנלשי◀
.ןרקלתורישיטיבמוניאשיאשאדוולידכענמיעצמאטוקנלשי◀
.החגשהתחתםניאשםירוזאלגורחלרוסארזיילהןרקל◀
.הבשמתשמךניאשכרזיילהןרקתאהבכ◀
תליענתאלעפהךכםשל;םידלידחוימבו–םישרומאלםישנאידילערזיילהןרקלשהלעפהענמ◀

.רישכמהתורדגהברישכמה
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.םישרומאלםישנאלשיגנוניאשםוקמבןסחאלשישומישבםניאשרזיילירישכמ◀

םייללכתוחיטביעצמא2.5
ידכHiltiלשתורישתדבעמלהנפ,םיקזנתרתיאםא.םיקזנרותיאלרצומהתאקודבשומישהינפל◀

.םנקתל
.ךמצעבתעבקשרצומהלשםינונווכהותורדגההתאךתוחיטבןעמלקודבשומישהינפל◀
.הנוכמתלעפהןמזבואבכרבהגיהנןמזברצומבשמתשהלןיא◀
.ולשקוידהתמרתאקודבלשיתרחאתינכמהעיגפגפסואלפנרצומהםא◀
ילכבומכתוריהזבובלפטלשי,היינבירתאלשםישקהםיאנתבהדובעלדעוימרצומהשיפלעףא◀

.םירחאהדידמ
.הלבוהללכמבונוסחאינפלותואשביילובגנלשי,תוחלתרידחינפמןגומרצומהשיפלעףא◀
דציכםיעדויםניאשםישנאלרשפאתלא.םידלילשםדיגשיהמקחרהשומישבםניאשםילכרומש◀

רשאכםינכוסמםההדובעילכ.רצומבשמתשהלתוארוההתאוארקאלשוארצומבשמתשהל
.ןויסינירסחםישנאםהבםישמתשמ
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רישכמהתרכה3
רצומהתריקס3.1

הדידמינצחל;יוביכ/הלעפהגתמ@
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עגמךסמ=
Bגוס,USBורקימעקש%
הסכמ&
רזיילהתאיצי)

המלצמתשדע(
יוסיכתיכוכז+
הבוצחלגירבת§
)PD-CS(דועיתתמלצמ/

דועיילםאתהבשומיש3.2
ודדמנשםיקחרמבשמתשהלןתינ.םיקחרמלשהדידמלדעוימאוה.רזיילחווטדמוהזראותמהרצומה
,סרוגתיפיבושיח,םיילמיסקמ/םיילמינימםיקחרמ,חפנ,חטשיבושיחלהמגודל,םינושםיבושיחךרוצל
.האלהןכוםיחוורמ

הקפסאטרפמ3.3
.USBלבכםעיאנש,רצקהדידמדוח,רישכמלקיתרנ,הזיחאתאלול,רזיילחווטדמ
Hilti-באצמתךלשרצומהרובעםירשואמהםיפסונםירצומ Storeתבותכבטנרטניאבוא:

www.hilti.group.

תינבומתנעטנהללוס3.4
3220תלוביקבתנעטנןויםויתילתללוסתינבומרצומב mAh,הרסהלתנתינהניאש.
.הובגדעינוניבשומישלשםינש2תוחפלואםיאלמהניעטירוזחמ500-כבתדמועןוי-םויתילהתללוס
וקפוסשםאתמבוUSB-הלבכבםישמתשמשיאנתב,תועש3-כאוההניעטהךשמהקירהללוסהרשאכ
.Hiltiידילע

הרעה
קרגצויהניעטהלמסשןכתיי,ירמגלטעמכואירמגלהקירהללוסההניעטהךילהתתליחתבםא
.תוקד30-כרחאל

הניעטהינמז.יתועמשמןפואבהללוסהתניעטךשמךראתמ30°C(86°F)-מתוהובגתרוטרפמטב
.הרישישמשתנירקאללתוליגרםינפתורוטרפמטלםיפקתםייברמה
.רתויךוראהיהיהניעטהךשמ,הלעמו32°C(90°F)המגודל,דואמההובגתינוציחההרוטרפמטהרשאכ
הרוטרפמטלררקתהלהללוסלרשפאלידכהמןמזרובעכתיטמוטואקספויהניעטהךילהתשוליפאןכתיי
.החוטב
.הניעטהךשמתאךיראיHiltiידילעקפוסשUSB-הלבכםעבשחמהתועצמאבהניעט
שי,רחאןרצילשלבכבשמתשהלאלאהרירבןיאםא.ץלמומוניארחאןרצילשUSBורקימלבכבשומיש
תועצמאבהניעט.רפמא2.1לשקפסהבוטלוו5.0לשחתמבלמשחתורוקמלםיאתמאוהשןכלםדוקאדוול
ורקימלבכברידתשומיש.יתועמשמןפואברתויךוראןמזךשמיהלהיושערחאןרצילשUSBורקימלבכ

USBידילעקפוסשלבכבםוקמברחאןרצילשHilti,הללוסהלשתורישהייחךשמתארצקליושע.
.רישכמבןושארהשומישהינפלירמגלהללוסהתאןעט◀
.הרישישמשתנירקתחתרישכמהתאןועטלןיא◀
.רתוירירקםוקמבהללוסהתאןועטלהסנ,דואמךוראןמזךשמנאוהשואקספוההניעטהךילהתםא◀
לשםייתעשירחארבכתנקורתמהללוסהרשאכואליגרכלהנתמוניאהניעטהךילהתשךלהמדנםא◀

.Hiltiלשתורישלהנפ,הדובע
USB-העקשלואלבכהתארבח.HiltiידילעקפוסשUSBורקימהלבכתרזעבהללוסהתאןעט◀

.למשחעקשלףרוצמהםאתמהתועצמאבעקשלואבשחמב
שוכרלידכHiltiלשתורישלהשקבבהנפ,םיירוקמהםאתמהואUSBורקימהלבכתאדבאמהתאםא◀

.םייפולח
הרהזא
.רזייללשתרקובמאלהנרקהלםורגלהלולעתיעוצקמאלהחיתפ!רזיילתנירקמהעיצפתנכס
.Hiltiלשתורישתודבעמבקרוךאןוקיתלרישכמהתאאבה◀

הללוסתפלחהרחאלשןוויכ,Hiltiלשתורישתדבעמלרישכמהתאאיבהלשיהללוסתפלחהךרוצל◀
.רישכמהתאשדחמלייכלךירצ
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םיינכטםינותנ3.5
קחרמתדידמ3.5.1

הרעה
,תוטבח,תוחל,תוקזחהרוטרפמטתודונתתמגודתועפשהעופישוקחרמתדידמבקוידהתדימ
הביבסיאנתיפלליוכרישכמה,תרחאןיוצאלםא.קוידהלעעיפשהלתולוכיהמודכוהליפנ
מ"מ0.02לשתפסונהאיגשןובשחבתחקלשיםיקחרמתדידמב.)MIL-STD-810G(םייטרדנטס
.רישכמהבגאיהםיעופישלשתודידמלסוחייהתדוקנ.רטמל

PD-CPD-CS
תדדובהדידמ•הלועפיגוס

םוחתתדידמ•
תדדובהדידמ•
םוחתתדידמ•

הייטס,2σ(קחרמהתדידמבקויד
)תיטרדנטס

מ"מ±1.0מ"מ±1.0

הייטס,2σ(עופישתדידמבקויד
)תיטרדנטס

°±0.3°±0.3

-ילימ0.45…'דר-ילימ0.20ןרקהתורדבתה
'דר

-ילימ0.45…'דר-ילימ0.20
'דר

'מ200…'מ0הרטמחולםעהדידמםוחת
)לגר656…לגר0(

'מ200…'מ0
)לגר656…לגר0(

הדובעבדעיהלשילמינימקחרמ
אללזוכרמבלצורזיילתדוקנםע
םוז

'מ2>
)'ץניא10‒לגר6>(

'מ2>
)'ץניא10‒לגר6>(

הדובעבדעיהלשםומינימקחרמ
םוזבזוכרמבלצורזיילתדוקנםע
ילמיסקמ

'מ5>
)לגר16>(

'מ5>
)לגר16>(

עגמךסמ3.5.2
הללוסההניעטתמרוהדובעבצמ,םיקחרמלשהעובקהגוצתםייוויח
מ"ס10.16עגמהגצלשןוסכלא

)'ץניא4.00(

למשחתקפסא3.5.3
תינבומןוי-םויתילתללוס
טלוו3.7בוקנחתמ
העש-רפמאילימ3,220תלוביק
תועש200>הנתמהןמז
בצמתלעפהלדעןמזהךשמ
יטמוטואהחונמ

תוקד20

םע,םיליגרםיאנתבהלועפךשמ
הליעפהגוצת

תועש10≈

לבכבוןעטמביולת(הניעטןמז
)הניעטה

תועש3≈

טלוו240…טלוו100)טלק(ןעטמהלשאובמחתמ
ץרה60…ץרה50ןעטמהלשאובמתורידת
רפמא0.5ןעטמהלשבוקנםרז
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טלוו5ןעטמהלשאצומחתמ
רפמאילימ2,100…רפמאילימ10הניעטםרז
USBורקימהניעטהלבכלשעקתהןקת

רזייל3.5.4
PD-CPD-CS

רזיילגוריד,היולגרזיילגוריד
2,IEC/EN 60825-

1:2007; Class 2
CFR 21 § 1040 (FDA)

,2רזיילגוריד,היולג
IEC/EN 60825-
1:2007; Class 2

CFR 21 § 1040 (FDA)
רטמוננ635רטמוננ635לגךרוא
טאוילימ1<טאוילימ1<אצומקפסה
בצמתלעפהלדעןמזהךשמ
היגרנאבןוכסיחה

היינש20היינש20

םיפסונרצומינייפאמ3.5.5
PD-CPD-CS

לשהרימשלקזבההןורכיזתלוביק
הדידמתואצות

≈3,000
הרעה
םיססובמםינותנהםיכרעה
לשתוינייפואתואצותלע
םולצתםעהרישיהדידמ
יולתלעופבםומיסקמה.דעי
לשהיצולוזרבוהאצותהגוסב
.םולצתה

≈7,000
הרעה
םיססובמםינותנהםיכרעה
לשתוינייפואתואצותלע
םולצתםעהרישיהדידמ
יולתלעופבםומיסקמה.דעי
לשהיצולוזרבוהאצותהגוסב
.םולצתה

דעיהתמלצמלשתיברמהיצולוזר
]םילסקיפ-הגמ[

5.05.0

5.05.0]םילסקיפ-הגמ[דועיתתמלצמ
Bluetooth2.1תסרג + EDR (3 Mbit/s)2.1 + EDR (3 Mbit/s)

Wireless LAN•/•ןקתתושירדבהדימע:IEEE
802.11 b/g/nםיצורע

1-11:םיכמתנ
BluetoothdBm12.3dBm15.39רודישתמצוע
Wirelessרודישתמצוע LAN•/•dBm18.47
…ץרההגמ2,400רדת

ץרההגמ2,483.5
…ץרההגמ2,400

ץרההגמ2,483.5
םרג260לקשמ

)הייקנוא9.2(
םרג260

)הייקנוא9.2(
מ"מ75×מ"מ154תודימ

מ"מ24×
'ץניא3.0×'ץניא6.1(

)'ץניא0.9×

מ"מ75×מ"מ154
מ"מ24×
'ץניא3.0×'ץניא6.1(

)'ץניא0.9×
IP54IP54הנגהגוס
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PD-CPD-CS
50℃…15−℃הדובעתרוטרפמט

)℉5…℉122(
℃−15…℃50

)℉5…℉122(
50℃…15−℃ןוסחאתרוטרפמט

)℉5…℉122(
℃−15…℃50

)℉5…℉122(

הלועפןורקע3.6
רזיילהתדוקנתועצמאב.ריזחמחטשמבתעגופןרקהשדערזיילהןרקךרואלקחרמהתאדדומרישכמה
חטשמהלשרזחההתדימבןכוהביבסברואהתמרביולתרזיילהחווט.תיעמשמ-דחדעיהתאתוהזלןתינ
.הדידמהדעיב

גצהלעטווינ3.7
הדובעלהנכה3.7.1

תוריהז
.רצומהלשתנווכמאלהלועפתליחת!העיצפתנכס
.םירזיבאףילחמוארישכמבםהשלכםינונווכעצבמהתאשינפלהללוסהתארסה◀

.רצומהלעתוניוצמההלאלוהזדועיתבשתורהזאהותוחיטבהתוארוהלתייצ

החיתפףד3.7.2
:םיאבהםידעילםירושיקליכמרישכמהלשהחיתפהףד
הדידמהתייצקילפא•
הדידמהתייצקילפאבםיטקיורפהתויקיתתמישר•
היצקילפאב'הנומתבטוטרש'היצקנופה•
רישכמהתורדגה•

הדידמהתייצקילפארובעתורדגההתא:בלםיש(
Application'טירפתבאצמת Settings'המישרב
)הדידמהתייצקילפאב'תויצקנופ'תחתפנה

רובעהמלצמהןהיניב,תכרעמתויצקילפא•
תופצלןתינהבשהירלג,םינוטרסוםימולצת
.ןובשחמןכוםינוטרסבוםימולצתב
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הדידמתייצקילפא3.7.3
עוציבליזכרמהםושייהאיההדידמהתייצקילפא
,הדידמתויצקנופלשןווגמהעיצמאיה.תודידמ
הדידמהתייצקילפא.םירזעבתועייתסמןקלחבש
,םיטקיורפתויקיתבהדידמהתואצותתאתרמוש
Bluetoothתועצמאבחולשלואצייללוכיהתאםתואש
)PD-CS-וBluetooth)PD-Cיכמותםינקתהל
.Wi-Fi(PD-CS)תועצמאבו

ןכותהתאליכמהדידמהתייצקילפאלשישארהףדה
:אבה
שיהתואגיצהלידכ;םיטקיורפהתויקיתתמישר•

זכרמבהלעמלאצמתותואש,ליעפהטקיורפבתעגל
.םיטירפתהלגרס

איה;יחכונהטקיורפהלשתואצותהתמישר•
לחה,יגולונורכרדסבתודידמהלכתאהגיצמ
הנשיההאצותלדעורתויבהשדחההאצותהמ
תמיוסמהאצותבהעיגנ.המישרהףוסברתויב
.וזהאצותלעםיטרפגיצת

אוה;'תויצקנופ'תחתפנההמישרהרובעלמסה•
המישרה.ךסמהלשהנוילעתינמיההינפבאצמנ
,הדידמהתויצקנופלכתאהליכמתחתפנה
ףוסבןכו)58דומע←,תויצקנופהתריקסהאר(

Application'טירפתהתאהמישרה Settings'
.הדידמהתייצקילפאלשתורדגההםע

םילכלגרס3.7.4
ךלרשפאמאוה.הדידמהךלהמבגצומםילכהלגרס
,יטרדנטסלעובקרזיילןיבףילחהל,םיכירדמליעפהל
.סוחייהתודוקנתאתונשלודעיהתמלצמתאליעפהל

טווינלגרס3.7.5
ליכמה,טווינלגרסדימתונשיךסמהלשןותחתההצקב
:םיאבהםיטנמלאהתא
ואתמדוקההגוצתלהרזחוהיצקנופתריגס:•

.גצוהשןורחאהטירפתל
.החיתפהףדלרבעמ:•
הריחבואהריגס,םיליעפהםימושייהלכתגצה:•

.םהלש

תודידמלשםויסוהלעפהךרוצלםילמסוםינצחל3.8
תיברמב.ימוגמהדידמהינצחלתשולשמדחאתועצמאבהדידמליעפהלןתינרזיילהתקלדהרחאל
םקוממרישכמהשעגרבגצהלעהדידמהןצחללמסתועצמאבםגתודידמליעפהלרשפאתויצקנופה
.הדידמלןכומו

ידכגצומהקחרמהלעץוחלללכות,קחרמהגצומהדידמהתלעפהינפלהבשהדידמעצבמהתאםא
.גצומהקחרמבהעיגנבםגהדידמהתאםייסללכותםימוחתתדידמב.הדידמהתאליעפהל

הרעה
.'רישי'היצקנופלתורישיךתואליבותהדידמהינצחלתשולשמדחאלעהציחל
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תויצקנופותודידמםויס3.8.1
.היצקנופואהדידמלכםייסללכותתועצמאב

עופישןשייח3.9
הנבומהעופישהןשייח.תופיקעתודידמבםיבושיחבעייסמPD-CS-בוPD-C-בהנבומהעופישהןשייח
תארידסןפואבלייכלשיעופישברשפאהלככתוקיודמתודידמגישהלידכ.יקפואהעופישהתאדדומ
יונישרחאלםגרישכמהתאלייכ.רידסלויכלעגונברישכמהתנכותבתוארוהלבלםיש.עופישהןשייח
.הכמלביקרישכמהםאואהרוטרפמט
.רחאקיודמילכבואסלפבשמתשהלשיוזהרטמל.תוקיודמתיווזתודידמעוציבלדעוימוניארישכמה

הדידמלרזעיעצמא3.10
PDAהדידמךיראמ3.10.1 72

PDAהדידמהךיראמ ךיראמתאםיגירבמרשאכ.הכילומאלקיטסלפתידיללוכוםוינימולאיושע72
PDAהדידמה ךיראמתריחבתארשאלשיובשחיש-ודגצוי,רישכמהסיסבל)ילנויצפוארזיבא(72
PDAהדידמהךיראמתאגירבהלרשפא.הדידמה .רישכמהבגלםג72

רצקהדידמךיראמ3.10.2
תומוקמבסוחייתודוקנרשפאלהרטמבןנכותהזהדידמדוח.)הדידמדוח(רצקהדידמךיראמליכמרצומה
.השקרישכמהלשחוטשהסיסבהתועצמאבםהילאהשיגהש
םיש.השקסוחייהתודוקנלהשיגהרשאכוארדחלשםינוסכלאדודמלךרוצשישכדואמליעיהדידמהדוח
.71דומע←הדידמבקוידהרופישלעוגנבהרעהלבל
לכותשידכ,סרוגתיפתודידמבותומיוסמתופיקעתודידמבםגרידסןפואבהדידמהדוחבשמתשה◀

.הדידמהיקלחלכרובעסוחייתודוקנהתואלערומשל
.רישכמהקיתרנבשקיזחמלותואסנכהשומישבוניאהדידמהדוחשכ◀
.ףשפתשהליושעדוחההדידמהדוחברידתשומישתובקעבםלוא.והצקבלגועמהדידמהדוחירוקמהבצמב
תורישלהשקבבהנפ,הדידמהדוחתאתדביאםאואשומישהתובקעבחוטשהשענהדידמהדוחםא◀

.Hiltiלש

רישכמהסיסבלהדידמךיראמרוביח3.10.3
הרעה
הדידמהתכראהרשאכקרובבשחתהלךירצועיפוהלךירצהדידמהתכראהלשיטמוטואהיוהיזה
PDAםגדHiltiלשתירוקמה תכראהוא)הקפסאבלולכ,PD-CS-וPD-Cרובערצקםגד(74
PDAםגדHiltiלשתירוקמההדידמה השיכרל,PD-CS-וPD-I,PD-E,PD-Cרובעךוראםגד(72
.רישכמלתגרבומ)דרפנב
דודמלךילע,רישכמהסיסבלתרחאהבוצחגירבמהתאםא.תורחאתובוצחבםגשמתשהלרשפא
.רישכמלתינדיותואןיזהלוטסיההתאקיודמב

.גצהתליענתאררחשורישכמהתאלעפה.1
.רישכמהסיסבלהדידמהךיראמתאגרבה.2

.רוחבלשרדיתהתאתעכ▷
.טסיהןזהואהדידמהךיראמתארחב.3

הרטמתוחול3.10.4
תוחולבשמתשהלםיצילממונא,םיבוטםניארואהיאנתרשאכורתויםילודגםיחווטלשהדידמךרוצל
PDAהרטמה 50,PDA PDAוא51 52.
.הרטמהחוללרשפאשהמכדעהרשיתיווזבדודמלשיתונימאהדידמתואצותחיטבהלידכ
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הרעה
דדמנשקחרמל)'ץניא0.1(מ"מ2ךרעהתאףיסוהלשידואמתוקיודמהדידמתואצותגישהלידכ
PDAהרטמהחולירבועבקע PDA-ו50 52.
ירפסמןותנתינדיןזהוסוחייהתרדגהתאהדידמהירחאואינפלרחב.תינדיהזךרעןיזהלןתינ
.'ץניא1/16וא'מ0.0025לש,קחרמל

PDAהרטמחול3.10.4.1 50
PDAהרטמהחול 10-מלחהלשםיקחרמרובע.רואריזחמדחוימיופיצםעקצומקיטסלפיושע50
.םיבוטםניארואהיאנתרשאכהרטמהחולבשמתשהלץלמומםירטמ

PDAהרטמחול3.10.4.2 51
PDAהרטמהחולל יקחרמבוםיבוטאלהרואתיאנתבשומישלץלמומאוהו,רואריזחמיופיצןיא51
.רתויםירצקהדידמ

PDAהרטמחול3.10.4.3 52
PDAהרטמהחול PDAומכרואתריזחמהבכשהתואבהפוצמ52 210x297(רתוילודגאוהםלוא,50
.םילודגםיקחרממהזההרטמהחוללןווכלרתויהברהלקךכיפל.)מ"מ

דואמםירצקםיקחרמלשהדידמ3.11
מ"ס15-כאוהםיינייפואםיאנתברישכמהתועצמאבתונימאבדודמלרשפאשרתויברצקהקחרמה
לשחטשהינפעבצםאםירטמ1.5דעתויהללוכיןימאחטשמלילמינימהקחרמה.)'ץניא6:ב"הרא(

הדידמהםא.יתפיטק,ךרםקרמשיחטשהינפלרשאכואההכרוחשאוהשועבצשרואריזחמוניאדעיה
.האצותהאריאלרישכמה,הנימאהניא

הדידמהקויד3.12
תרשפאמרזיילהתדוקנלדעורישכמהלשסוחייהתדוקנמרזיילתועצמאבקחרמהתדידמלשקוידהתדימ
וניאשדואמריהבשמשרואונשישכואהדידמהדעילעיגהלרשפאיאםא.מ"מ1.0-מרתויאללשהייטס
.האצותגצותאל,וזקוידתמררשפאמ
םיינייפואשומישיאנתבהיושע'Picture'-ו'סרוגתיפ','ףיקע'תויצקנופהתועצמאבהדידמבקוידהתמר
תמרבהיולתהייטסה.מ"מ1.0לשךרעהמןאכלואןאכלתיתועמשמתוטסלהבוצחבינדפקשומישאלל
רידסשומיש.תיחכונההאצותלתושורדהתודידמהלכךלהמבסוחייהתדוקנלעתרמשהבשקוידה
בוביסתאזתמועל.הנתשמיתלבהלחתהתדוקנביבסרישכמהתזזהלעלקמרצקההדידמהךיראמב
.תקיודמהסוחייהתדוקנמהפיצרךאהלקהייטסלליבותהבוצחואהדידמהךיראמעויסבאלשרישכמה
לשתקיודמתיווזבםקוממרישכמהםאבהיולת'Picture'היצקנופהתועצמאבהדידמהלשקוידהתדימ

ןכאםיאצמנדעיהםולצתבםיללכנשחטשהינפלכםאבו)תיכנאםגומכתיקפוא–הרשיתיווז(דעיל90°
תודידמבתוינייפואתויטסהגיצמהאבההלבטה.רדחתרקתואהנבמתיזחהמגודלומכ,רושימותואב
.90°לשתיווזמםלוצאלםולצתהרשאכ,םימולצתב
ריקלהרשיתיווזבהניאשהדוקנמםוליצבקעהאיגש
חווטדמלשעופישהיוויחתרזעבריקלסחיב90°לשתיכנאתיווזלעהרימשתבייחמהאבההלבטה
.קחרמה
.ישממהקחרמהמהדידמהתאצותלשהייטסהתאםינייצמהלבטבםיניוצמההאיגשהיזוחא
תולבגה
.םירישכמלשילאודיבידניאלויכןובשחבםיחקולםניאםינותנה•
.תישפוחדיבתודידמלםיפקתםיכרעה•
.0.5%-כבקוידהתדימתאריבגמהבוצחבשומיש•
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)םוזאלל(ךסמהבחורלסחיבךסמהלעגצומהוקהךרוא
תיקפואתיווזמהייטס

ריקלסחיב90°לש
100%דע50%>50%דע30%30%<

0°±4.5%±2.5%±2.2%
±3°±5.2%±3.7%±4.9%'סקמ

3.12.1'Picture'םימדקתמל
ואיקפואוקךרואלקחרמדודמלינדפקשומישב'Picture'היצקנופהתרזעבםילוכיםימדקתמםישמתשמ
םיקחרמהלכשרחאמ,תוריהזבוזהטישבשמתשהלשי.90°לשתיווזברזיילהתאוילאונווכשרחאל,יכנא
.תיתועמשמהרוצבםיקיודמיתלבויהי,90°תיווזבםלוצשוקהךרואלםיאצמנםניאוהנומתבםידדמנש

הדידמהלעחטשהינפלשתועפשה3.12.2
םיבוטהםיאנתהתאקפסמו)היינשלםיסלופינוילימ(PulsePowerסיסבלעחתופHiltiלשרזיילהלודומ
.תקיודמהדידמןכותמבשחלידכתורורברזיילןרקתורזחהלשהטילקלרתויב
תרשפאמהזהןורקעהתנבה.דעיהמרואתורזחהקיפסמטלוקוניארישכמהםהבשםיבצמםנשיתאזםע
תוחולבשומישה.םידרפנםירזיבאכשוכרלןתינש,Hiltiלשהרטמתוחולןוגכ,םינושםיעצמאברזעיהל
.רישכמלדעיהמרואלשרתויהברתומכתרזחהלםרוגהרטמ
דילתרבועשרזיילןרקהמגודל(דעיהתצמחהתוללוכתקפסמרואתרזחהןיאםהבשבצמלתואמגוד
ןיבקבאואםשג,לפרעןוגכםיעירפמםימרוג,םיריזחמאלוםיריאמחטשינפ,)םיימשלתנווכמוהרקתה
ףצקןוגכרואיעלובםירמוחואהפיטקיומדםקרמילעבואםיריזחמאלוםיהכחטשינפ,דעילרישכמה
.םיספסוחמםיחטשמוא

םיספסוחמםיחטשמ3.12.2.1
הובגרזיילהןרקזכרמתאךירעמש,עצוממךרערצונ,סגחיטןוגכ,םיספסוחמםיחטשמלעהדידמב
.םיילושהרוזאתארשאמרתוי

םיעפושמואםילוגעחוטשינפ3.12.2.2
רזחותידמהטעומרואתייגרנאשםימיוסמםיאנתבןכתיי,דואמםיעפושמחטשינפלםינווכמרשאכ
חולבשמתשהלץלמומםירקמהינשב.רישכמלרזחותידמהברהיגרנאשהרשיתיווזבןוויכבוארישכמל
PDA(הרטמ 50,PDA PDAוא51 52(.

םיקהובואםיבוטרחטשינפ3.12.2.3
חטשמהמודןפואב.םיימשהלשרואהתאריזחמוםיננעהתאתפקשמםיזזםניאהבםימהשתילולש
תאעצבלבושח,םיקהובוםיבוטרםינווכמםהילאשחטשהינפרשאכ.רואהןרקתאריזחיקהובובוטר
המ,רישכמלרזחויידמטעומרואו,רחאןוויכלרזחוירואהתרחא,רשפאשהמכדעהרשיתיווזמהדידמה
.הדידמהבושיחלקיפסיאלש
.הדידמהךרוצלרישכמהןוויכלרואלשתקפסמתומכתרזחהלעתושקהלםייושעםילגועמחטשינפםג

רואיעלובואםיפוקשחטשינפ3.12.2.4
רדוחרואה.המודכוגופס,רקלק,םילזונןוגכ,רואיריבעמםירמוחלםיקחרמדודמלרשפאינורקעןפואב
.הדידמבתואיגשלליבוהליושעשהמ,הלאםירמוחל

הדידמהדעילרישכמהןיבתוערפה3.12.2.5
םיטקייבוארשאכואתיכוכזתושמשךרדםידדומ,המגודל,רשאכשחרתהלתויושעהדידמבתואיגש
.הדידמהדעילרזיילהרוקמןיבםיאצמנלוסוראוקבאןוגכ,םירחא
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הדידמהתייצקילפאתרכה4
הדידמהתייצקילפאלשםירזעותויצקנופ4.1

תויצקנופ4.1.1
:תואבהתויצקנופהתוצובקמתויצקנופרוחבלרשפאהדידמהתויצקילפאלש'תויצקנופ'חתפנהטירפתב
תויצקנופותויצקנופתוצובק

תויצקנופתויצקנופתצובק
'רישי''רישי'
Draw'•'םולצת' in Picture'

•'Measure from picture'
'Rectangle'•'חפנוחטש'

•'Volume Room'
•'Volume Cylinder'

'ףיקע'•'ףיקע'
'יכנא'•
'שארללעמ'•
'ריזחמאל'•
'אתלד/'סקמ/'נימ'•

'Iסרוגתיפ'•'סרוגתיפ'
'IIסרוגתיפ'•
'IIIסרוגתיפ'•

'זפרט'•'זפרט'
'Iזפרט'•

'System Settings'הדידמהתייצקילפארובעתורדגה

דעיהתמלצמוןמזיבצוק,םיקנזמתועצמאבתודידמבהכימת4.1.2
םילכהלגרסבלמסהתאםיליכמהחיש-ודהתונולחב
תאליעפהלהדובעהתליחתברשפא)54דומע←(

:םיקחרמתודידמבךלועייסיש,םיאבהםירזעה
ןפואבהדידמליעפמאוהשךכבעייסמקנזמ•

ואתיקפואהדידמדודמלךילערשאכיטמוטוא
קחרמהתאדודמלךילערשאכואקיודמבתיכנא
.הפיצרהדידמןמזברתויברצקהואךוראה

15וא3,5,10הדידמליעפהלרשפאמןמזבצוק•
.הדידמהןצחללעהציחלרחאלתוינש

עייסמדעיהתמלצמתועצמאבהדידמהדעייוהיז•
.יוהיזלםישקהדידמידעילןוויכב

תויצקנופוםירזעלשםיירשפאםיבוליש

רזעהיצקנופ
דעיתמלצמןמזבצוקקנזמ

✓✓✓'הרישי'
'Measure from

picture'
✓✓✓

'Draw in Picture'✓✓✓
✓✓✓'חפנוחטש'
✓✓✓'ףיקע'
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רזעהיצקנופ
דעיתמלצמןמזבצוקקנזמ

.הנושארההדידמב,ןכ'ריזחמאל'
קר(היינשההדידמבאל
)תיווזתדידמ

.הנושארההדידמב,ןכ
קר(היינשההדידמבאל
)תיווזתדידמ

✓

✓םישיאלםישיאל'אתלד/'סקמ/'נימ'
✓✓✓'סרוגתיפ'
✓✓✓'זפרט'

)תדדובהדידמ(יטרדנטסרזייל4.1.3
Standard'בצמב Laser'הדידמהןצחללעהציחל
.הבכתןרקהזאו,הדידמליעפת
Standard'–יחכונהבצמה Laser'וא'Permanent

Laser'–ישארהךסמהלשבצמהתרושבלמסכגצומ.

)הבורמהדידמ(עובקרזייל4.1.4
Permanent'בצמב Laser'הבכתאלרזיילהןרק
איהאלא,הדידמהעוציבוהדידמןצחללעהציחלרחאל
תוריהמבתודידמהמכעצבלרשפאךכ.הליעפראשית
.רזיילהןרקתאשדחמליעפהלךרוצאללוזרחאוזב
Standard'–יחכונהבצמה Laser'וא'Permanent

Laser'–ישארהךסמהלשבצמהתרושבלמסכגצומ.

דעיהתמלצמלשהכימת4.1.5
דמלשקיודמןונווכרשפאמהמלצמהעויסבדעילןוויכ
.םילודגםיקחרמלםגרזיילהחווט
דעיהתמלצמלשדוקימהבלצבשומישהךרוצלילמינימקחרמ
םגוםוירואבץוחבהדובעבםגתישומישאיה.רזיילהתדוקנתאקיודמבםקמלרתוילקדעיהתמלצמתרזעב
.רזיילהתדוקנתאתוהזלירשפאיתלבואהשקובשבצמלכברמולכ,הנבמךותבםילודגםיקחרמלהדובעב
,תאזתובקעב.)דחא'ץניאכ(םירטמיטנס3דע2לשקחרמבוזדילוזתורדוסמרזיילהודעיהתמלצמ
אוהוןיקתבצמוהז.דוקימהבלצלשזכרמהורזיילהןרקתאדחאלרשפאיאםירצקםיחווטלשהדידמב
הצקלעתחאעבצאםיקיזחמונחנאשכתועבצאיתשתוארלונלתמרוגהסקלרפתיילשאהתואבקעםרגנ
וא)םיילגר6.5-כ(םירטמ2לשקחרממלחהיובכםוזהשכםידחאתמדוקימהבלצורזיילהתדוקנ.ףאה
.תילמיסקמםוזתייצקנופםע)לגר16-כ(םירטמ5לשקחרממלחה

הרעה
.דוקימהבלצזכרמבתולתאלל,רזיילהתדוקנמדימתבשוחתהדידמה

תוריהבוםוז
.ךסמהלעהקלחהוהעיגנתועצמאבתוריהבוםוזןנווכלרשפאהליעפדעיהתמלצמרשאכ
םוז
הלדגההתאגיצמגצהלשןוילעההצקביוויחןבלמ.םוזהןונווכתאליעפהלידכגצהלשןותחתההצקבעג
.הלדגההתאתסוולידכגצהלשןותחתההצקבתיקפואהרוצבעבצאהתאקלחה.םיזוחאבתיחכונה
תוריהב
תאגיצמגצהלשינמיההצקביוויחןבלמ.תוריהבהןונווכתאליעפהלידכגצהלשינמיההצקבעג
לשתוריהבהתאתסוולידכגצהלשינמיההצקבתיכנאעבצאהתאקלחה.םיזוחאבתיחכונהתוריהבה
.גצהלעתגצומהדעיהתמלצמתנומת
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הדידמלסוחייתודוקנ4.1.6
סוחייתודוקנ

.רישכמהלשימדקההצקהרמולכ,רזיילהתאיציתינולחאיהסוחייהתדוקנ

.רישכמהבגבהבוצחהגירבתאיהסוחייהתדוקנ

.רישכמהסיסבבהבוצחהגירבתאיהסוחייהתדוקנ

ףילחהלידכ.תונושסוחייתודוקנשולשואתונושעגמתודוקנ3-מםיקחרמדודמללוכירזיילהחווטדמ
תודוקנ'טירפתבשמתשהלשירישכמהלשןותחתהדצבגירבתהורישכמהסיסב,רזיילהתינולחןיב
.םילכהלגרסב'הדידמלסוחיי
גיצירישכמה)רצומהתריקסב)9(טירפ(רישכמהסיסבלהבוצחלשואהדידמךיראמלשהגרבהתעב
ומצעברצוירישכמה.רחאךרעןיזהלואךוראוארצקהדידמךיראמןיברוחבלךרטצתהבש,הלאש
רשפא–הבוצחהרובעךרעכהמגודל–תורחאתורטמל.רחבנשהדידמהךיראמלהמיאתמסוחייתדוקנ
.תינדיירפסמךרעןיזהלואהרומשהאצותב,השדחהדידמלשהאצותבשמתשהל
טסיהתורדגה
Offset'היצקנופה Value'עובקלרשפא.רדגומךרעבתודידמהלכתאתיטמוטואהניטקמואהלידגמ
:תואבהתויורשפאהתועצמאבטסיההךרעתא
•'New measurement':קחרמתדידמ.
•'Data':הרומשהדידמתאצותתריחב.
.רחאןפואבדדמנשקחרמהמגודל,תירפסמהנזה:'תירפסמהנזה'•

ןמזיבצוקוםיקנזמתרזעבהדידמ4.2
לוטיבוהלעפה4.2.1

בצוקוקנזמהתאליעפהלרשפאלמסהתועצמאב
קנזמהתאבלשלרשפא.הדידמבךלועייסיש,ןמזה
.)58דומע←(תונושהדידמתויצקנופםעןמזהבצוקו
תאלטבלרשפא'יטרדנטסבצמ'תורשפאהתועצמאב
.ןמזהבצוקוקנזמה

'Minimal'קנזמ4.2.2
.הפיצרהדידמןמזברתויבןטקהקחרמהתאההזמרישכמה

הרעה
.דעיתדוקנלתקיודמתיכנאתיווזבהדידמעצבלךירצשכדחוימבהליעיוזהדידמתינכות

ילמינימהקחרמהתדידמ4.2.3
.הדידמהןצחללעתחאםעפץחל.1

.ליחתתהפיצרההדידמה▷
.הדידמהןצחללעבושץחל.2

.גצויהפיצרההדידמהךלהמבדדמנשרתויבןטקהקחרמהו,םייתסתהפיצרההדידמה▷

'Maximal'קנזמ4.2.4
.הפיצרהדידמןמזברתויבלודגהקחרמהתאההזמרישכמה

Printed: 29.11.2017 | Doc-Nr: PUB / 5328331 / 000 / 01



תירבע 61

הרעה
דומצבןוגכ,השקוילאהשיגהשרוזאבהדידמעצבלךירצרשאכדחוימבהליעיוזהדידמתינכות
.רדחתניפבהרקתל

ילמיסקמקחרמתדידמ4.2.5
.הדידמהןצחללעתחאםעפץחל.1

.ליחתתהפיצרההדידמה▷
.הדידמהןצחללעבושץחל.2

.גצויהפיצרההדידמהךלהמבדדמנשרתויבלודגהקחרמהו,םייתסתהפיצרההדידמה▷

'Horizontal'קנזמ4.2.6
.0°לשעופישןמזבודדמנשםיכרעקרדעתמרישכמההפיצרהדידמךלהמב

הרעה
הבוצחךלןיאלבאקיודמיקפואבצמבהדידמעצבלךילערשאכדחוימבהליעיוזהדידמתינכות
.רישכמהלשיקפוארושיילעהרימשחיטבתךכ;השיגנ

יקפואקחרמתדידמ4.2.7
.הדידמהןצחללעתחאםעפץחל.1

.ליחתתהפיצרההדידמה▷
.0°-כלשתיווזלרישכמהתאןווכ.2

הפיצרההדידמהתאםייסיןכמרחאל,הדידמהתאתיטמוטואליעפירישכמה0°לשתקיודמתיווזב▷
.יקפואהקחרמהתאגיציו

'יכנא'קנזמ4.2.8
.90°לשהייטנתעבודדמנשםיכרעקרדעתמרישכמההפיצרהדידמךלהמב

הרעה
הבוצחךלןיאלבאקיודמיכנאבצמבהדידמעצבלךילערשאכדחוימבהליעיוזהדידמתינכות
.רישכמהלשיכנארושיילעהרימשחיטבתךכ;השיגנ

יכנאקחרמתדידמ4.2.9
.הדידמהןצחללעתחאםעפץחל.1

.ליחתתהפיצרההדידמה▷
.בוריקב90°-וא90°+לשתיווזלרישכמהתאןווכ.2

הדידמהתאםייסיזא,הדידמהתאתיטמוטואליעפירישכמה90°-וא90°+לשתקיודמתיווזב▷
.יכנאהקחרמהתאגיציוהפיצרה

'Timer'תועצמאבתיהשומהדידמ4.2.10
.הדידמהןצחללעהציחלרחאלתיהשומהדידמליעפירישכמה'Timer'היצקנופהתועצמאבהדידמתעב
.תוינש15וא3,5,10לשןהתוירשפאהתויהשהה

הרעה
.םירזעעויסבהדידמהתוטישםע'Timer'היצקנופהתאבלשלרשפאיא
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םינותנאוצייוםיטקיורפתויקיתלוהינ,הדידמתואצות4.3
הדידמהתואצות4.3.1

תאוודדמנשםידעיואתונומת,תועדוהרמושרישכמה
הרעההאצותלכלףיסוהלרשפא.ועצובשםיבושיחה
.הנומתואתילאוטסקט
ןורכיזהעצוממשומישותועצוממהמלצמתורדגהב
תלוביקשעגרב.הדידמתואצות3000-כדעליכהללוכי

תרימש.המיאתמהעדוהקפות,האולמבהלצונןורכיזה
תויקיתבםוקמיוניפרחאלקררשפאתתתופסונתועדוה
.םיטקיורפה
תוגצומתואצותה.טקיורפתייקיתבתרמשנהאצותלכ
.הלעמלתאצמנרתויבהשדחה;יגולונורכרדסב

הדידמתואצותתגצה4.3.2
תובשוחמהתואצותהתאגיצמהדידמהםושיי,'Settings'טירפתבהרחבנשהדידמהתדיחיבתולתאלל
.הדוקנהירחאתורפסשולשםעירפסמךרעכ

הרעה
הרישיהדידמרובעאל,לעופבקחרמהתאףקשמוניאהדוקנהירחאתורפסשולשםעגצומהךרעה
תורישיתודידמב.ירשפאהרתויבקיודמהבושיחהתאףקשמגצומהךרעה.הפיקעהדידמרובעאלו

.לעופבךרעהמהזךרעלשמ"מ±1לשהייטסןכתית
.תורישיתודידממםיבושיחומכתוקיודמןניאתופיקעתודידמלשתואצותה

םיטקיורפתויקיתלוהינ4.3.3
תואצות,טקיורפתייקיתףאןיארשאכ.םיטקיורפלשםשהתאתונשלוםיטקיורפףיסוהלךתורשפאב
Default'המששהייקיתבורמשייהדידמה Project'.
Default'הייקיתהתאקחמתםא Project',הייקיתהווקחמייוזהייקיתבשתואצותהלכ'Default

Project'שדחמרצווית.
גצותרישכמהלששדחמהלעפהרחאל.ןתואקוחמלוםיטקיורפתויקיתלשםשהתאתונשלרשפא
.הבתשמתשהשהנורחאההייקיתה
.רחאטקיורפלשהייקיתלהדידמתואצותזיזהלרשפאיא
.טקיורפהרובעהנוכנההייקיתהתאתרציואתרחבשאדוהדידמהינפלןכל◀
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םיטקיורפהתויקיתלוהינלםינצחל4.3.4
לשהקיחמלוהכירעלםינצחלהתאגיצהלידכ◀

תייקיתתאקלחה,ץבוקאוציילןכוטקיורפתייקית
.הלאמשטקיורפה
םשתאתונשלידכןורפיעהלמסבשמתשה◀

.טקיורפה
טקיורפהתאקוחמלידכהפשאהחפלמסבשמתשה◀

.ונכותללוכ
תואצותהלכתאאציילידכאוצייהלמסבשמתשה◀

.ץבוקליחכונהטקיורפהלש
תומיוסמתואצותאציילידכאוצייהלמסבשמתשה◀

תויצקנופהתועצמאבתגשהש,יחכונהטקיורפהמ
'Measure from picture'ו-'Draw in

picture'.

םיצבקאוציי4.3.5
PD-Cו-PD-CSתועצמאבםיצבקףתשלםילוכיBluetoothינפלעםתואחולשלואWi-Fiתועצמאב

.שמתשמהלשותוירחאבוותעדלוקישלןותנישילשדצלשםימושייבשומישה.ישילשדצלשםושיי
אשיתאלHilti.הסינכהתרוצתבואםייקסעהםיאנתבםייונישסינכהלםייושעישילשדצלשםימושיי
.ישילשדצלשםימושיילהכימתקפסתאלותוירחאב

הרעה
MacהלעפההתכרעמםעMacיבשחמלשםישמתשמ OS X םילוכירתויתרחואמהסרגוא10.5
לשתימשרההרבעההתנכותתאדירוהלMacבשחמלPD-C-המםיצבקתרבעהבהכימתךרוצל

Android.הארhttps://www.android.com/filetransfer/.
.םיצבקהתרבעהךרוצלדמוצמרבכתויהלךירצBluetooth-הרוביחלשדעיהןקתה

הרעה
BluetoothםיכמותשתונושWindowsתואסרגםעםיבשחמםגומכםיברAndroidינקתה
לכםעדומיצשלכשבורעלהלוכיוניאHilti,תאזםע.רישכמהםעדומיצתוקידבבהחלצהבוקדבנ
תרושקתתועצמאבAppleןקתהלםיצבקריבעהלחווטהדמלהריתמהניאApple.חילציןקתה

Bluetooth.
Measure'תויצקנופהתואצות;CSVואPDFתוינבתבםיטקיורפאציילרשפא from picture'
Draw'-ו in Picture'ץבוקכתואצוימJPG.דמלשקזבההןורכיזלםגםיצבקהתאאציילרשפא

.USBורקימלבכתועצמאבישיאבשחמלםיצבקהתאאציילרשפאםשמ.חווטה

קזבהןורכיזלואצוישםיצבק4.3.6
הרעה
ועיגיאלPD-CS-הוPD-C-השידכ,רידסןפואבקוחמלדיפקהלשידועתוצוחנןניאשתואצות
2םהלשןורכיזהתלוביקתולובגל GB.
קיפסמליגרשומיש,תורעהבתונומתןנשירשאכהמגודל,הנתשמהאצותהיצבוקלשםלדוגםאםג
.תואצות3000-כלשהרימשלעצוממב
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תיחכונההנכותה:PD-CS-הוPD-C-הךותמקזבהןורכיזבתורומשהתואצותבשמתשהלרשפאיא
.םתואקוחמלואךורעל,קזבההןורכיזבםירומשהםיצבקהתאלהנלתרשפאמהניא
עיפוהלהכירצPD-C-הלשבאהתיירפס,USBורקימלבכתועצמאבבשחמלרבוחמPD-C-השעגרב
הליכמוזהיירפס.pdc_exportאוההמש."ילשבשחמה"תחתWindowsלשםיצבקהתכרעמב
יפלןכואוצייהלשהעשוךיראתיפליגולונורכרדסבתרדוסמאיהו,ואצוישםינותנהרובעהנשמתוירפס
.האצותהםשואטקיורפהםש
.ךלשבשחמהלאpdc_exportהיירפסבשםיצבקהואתויקיתהתאקתעה◀

םוחתתדידמוהדוקנתדידמ4.4
.םוחתתדידמכואהדוקנתדידמכקחרמהתאדודמלרשפא
הדוקנתדידמ
.דעיבהדוקנלקחרמהדדמנהדוקנתדידמב
םוחתתדידמ
תרבעהלתשמשמםוחתהתדידמ.יוסיכהםוחתלכלםימיסקמואםומינימקחרמדדמנםוחתתדידמב
.תוחמוגואתווצק,תוניפבןוגכ,הדידמלםישקםיקחרמתדידמלןכוםינותנםיכרואואםיקחרמ
ינפלשהרזחההרשוכבהיולתהגוצתהתוריהמ.טעמכתמאןמזבגצומקחרמה,םוחתתדידמךלהמב
.דעיהלשחטשה
.טקיורפהתייקיתבתואצותהףדגצויהדידמהםויסרחאל

הדידמהלשהעגהחווט4.5
.הדידמהלשהעגההחווטלעהעיפשמהביבסהתוריהב

העגההיחווטתלדגה4.5.1
תכראהלללכךרדבתוליבומללצומרישכמהרשאכואםיללצומםידעילעוםימודמדתעשב,הכשחבתודידמ
.העגההחווט
PDAהדידמהךיראמבשומיש ,הדידמתאצותתלבקלתוריבסהתאםילודגםיקחרמבלידגמהבוצחבוא72
.תורזחומהםיינרקהתטילקלעלקמאוהשרחאמ
.)55דומע←(רישכמהלשהעגההחווטתאלידגהלרשפאמהרטמתוחולבשומישהםג

םיתוחפהעגהיחווט4.5.2
רצקלתויושע,הקזחםיסנפתרואתתחתואשמשרואתחתהמגודל,קזחרואהבשישהביבסבתודידמ
.חווטהתא
ומכהעגההחווטתארצקלאיהםגהיושעםירוחשואםילוחכ,םיקוריםיחטשמ,טמיחטשמלעהדידמ
.םיקירבמואםיבוטרחטשינפםג
ןכוםיטקייבואםיאצמנרזיילהביתנברשאכהיוגשתויהלהיושעהאצותהוארצקתהליושעהעגההחווט
.תיכוכזךרדהדידמב

המלצמהעויסבהדידמהדעייוהיז4.6
."המלצמ"למסבעג.1
.דעיללעמדוקימהבלצתאאבהוהמלצמהתועצמאבדעיהתאטולק.2
.הדידמלעפה.3
.המלצמברזעיהלתמייסשרחאל"המלצמ"למסבבושעג.4

תורדגהוהנכה5
תינבומההללוסהתניעט5.1
.)50דומע←האר(רישכמבןושארהשומישהינפלתינבומההללוסהתאירמגלןעט◀
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הליענרורחשוהנתמה,יוביכ/הלעפה5.2
הלעפה5.2.1

.יוביכ/הלעפההגתמלעהרצקהציחלץחל.1
.גצוילוענהגצה.הלועפלןכומהיהירצומהתוינש20דע15רובעכ▷

.גצההצקלרבעמהנימילוענמהלמסתאקלחהגצהתאררחשלידכ.2
.תועצמאבתויצקנופרוחבללכותו,וגצוייחכונהטקיורפהלשהדידמהתואצות▷

יוביכואהנתמה5.2.2
.)Standby(הנתמהבצמלותואריבעהלואקחרמהחווטדמתאתובכלואךתורשפאבליגרשומישרחאל
.שומישאללהמןמזרחאלהנתמהבצמלתיטמוטוארבוערישכמה
שדוחלעובשןיבהנתמהבצמבראשיהללוכירישכמהתבשומBluetooth-וירמגלהנועטהללוסהרשאכ
.הנתמההבצמבשמתשהלץלמומימוי-םוישומישבןכל.בושותואןועטלךרוצהיהישינפלםימי

הנתמהבצמתלעפה5.2.3
.יוביכ/הלעפההגתמלעהרצקהציחלץחל◀

.הנתמהבצמבאצמיירישכמהו,הבכתהגוצתה▷
הרעה
תעבראמדחאלכתועצמאבשדחמותואליעפהלרשפא,הנתמהבצמבאצמנחווטהדמרשאכ
.םינצחלה

רישכמהתליענרורחש5.2.4
הרעה
.לענייגצהוהחונמבצמלרובעיאוהרישכמהלועפתאללהמןמזרובעכ

.רישכמהינצחלתעבראמדחאלעהרצקהציחלץחל.1
.גצוילוענמהלמסושדחמלעפויגצה▷

.גצההצקלרבעמהנימילוענמהלמסתאקלחהגצהתאררחשלידכ.2
.ררחושמרישכמה▷

הרעה
.'רישי'היצקנופלתורישיךתואליבותהדידמהינצחלתשולשמדחאלעהציחל

יוביכ5.2.5
הרעה
דמעמקיזחהלרומארישכמהרשאכואםיאבהםימיבולקקדזתאלםאקררישכמהתאתובכלךילע
.האבההניעטהינפלברןמז

.יוביכ/הלעפההגתמלעתכשוממהציחלץחל.1
.'יוביכ'טירפתברחב.2
.'OK'תועצמאברשא.3

.הבכיזאוםיימעפטוטרירישכמה▷
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עופישהןשייחלויכ5.3
הרעה
האצותהש,תופיקעתודידמלדחוימבןוכנהז.ההובגקוידתמרלםרותעופישהןשייחלשרידסלויכ
.עופישהןשייחלשקוידהלעתססובמןהלש
).תופיקעתודידמברזיילהלשקוידהלעעיפשמוניאעופישהןשייח(

.'עופישהןשייחןונווכ'-ו'תורדגה'תורשפאהתארחב'תויצקנופ'טירפתב.1
.הלעמיפלכהנופגצהשכירושימחטשמלערישכמהתאחנה.2
.הדידמהןצחללעץחל.3
.חנומאוהוילעשחטשמהמותואםירהלילב,דגונמהןוויכברישכמהתאבבוס.4
.הדידמהןצחללעץחל.5

.ליוכמעופישהןשייח▷

Bluetoothתועצמאבתורבחתה5.4
הרעה
Bluetooth-השאדו,רחאןקתהלBluetoothתועצמאבחווטהדמתארבחמהתאשהנושארהםעפב
דמהלאהםיבלשהינשאלל.םירחאםינקתהליולגבצמבאצמנהזןקתהשורחאהןקתהבליעפ
.רחאהןקתהלרבחתהללכויאלחווטה

.החיתפהףדברישכמהתורדגהתאחתפ.1
".Bluetoothלעפה"תורשפאברחב"תויטוחלאתותשר"רוזאב.2
."...דוע"רחב.3

.םימיאתמBluetoothןקתהשפחתתכרעמה▷
רבחתהלרושיאשישואליעפםירחאםינקתהליולגבצמרבחלךנוצרבשןקתההלשתורדגהבשאדו.4

.ןקתההותואלשדועיתבאצמתףסונעדימ.םירחאםינקתהל
."םינקתהשפח"רחב,Bluetoothןקתהףאאצמנאלםא.5
.גצומאוהשעגרבדומיצלדעוימהןקתההתא"םינימזםינקתה"תחתרחב.6
."דומיצ"וא"ןכ"לעהציחלבדומיצהתארשא.7

הרעה
רחאלBluetooth-התאלטב,ןוי-םויתילהתללוסלשהלועפהךשמתאךיראהלךנוצרבםא
.םיצבקהתרבעה

Wi-Fiתועצמאבתורבחתה5.5
PD-CS

.תכרעמהתורדגהתאחתפ.1
.תותשרוטוחלארוזאבWi-Fiתאלעפה.2
.תשקובמהתשרהתארחב.3

הדידמהתייצקילפארובעתורדגה5.6
רואיתהרדגה
קחרמהתדידמרובעךרואהתדיחיתריחב'ךרואתדיחי'

תוינורשעתודימקרןפיבםימושרהםירישכמרובע:ןפירובע
.תונימז
הרעה
תורומשההדידמהתואצותםג,תרחאהדידמתדיחיתריחברחאל
.השדחההדימהתדיחילורמוי
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רואיתהרדגה
עופישהרובעךרואהתדיחיתריחב'עופישתדיחי'
יוויחהלילצלשהלעפהויוביכ'יוויחלילצ'
'Vibration'טטרהלשהלעפהויוביכ
לויכהךילהתתלחתה'עופישהןשייחןונווכ'
תגצומותרמשנדעיהתונומת.דעיתונומתםוליצלשהלעפהויוביכ'דעיםולצת'

.תואצותהתמישרבהאצותהםעדחיב
לעפומ:לדחמתרירבתרדגה

רובעלדחמתרירבתרדגה
הרישיהדידמבדעיהתמלצמ
)'הרישיהדידמבדעיםולצת'(

תודידמבלדחמתרירבכדעיהתמלצמבשומישהתאלעפהואהבכ
תמלצמתאליעפהלרשפא"יובכ"בצמב.)תודדובתודידמ(תורישי

תיטמוטואלעפותדעיהתמלצמ"לעפומ"בצמב.ךרוצהיפלדעיה
.הרישיהדידמלהנכההתעבדימת
יובכ:לדחמתרירבתרדגה

רובעלדחמתרירבתרדגה
םעהדובעבדעיתמלצמ
דעיםולצת'(תובלושמתויצקנופ
)'הפיקעהדידמב

תודידמהלכבלדחמתרירבכדעיהתמלצמבשומישהלעפהואלטב
תאליעפהלךרוצההרקמברשפא"יובכ"בצמב."הרישי"דבלמ
"לעפומ"בצמב.רזיילהתדוקנםוקימלעלקהלידכ,דעיהתמלצמ
.הדידמלהנכההתעבדימתתיטמוטואלעפותדעיהתמלצמ
יובכ:לדחמתרירבתרדגה

תורדגההלכרובעולעפוילדחמהתרירבתורדגה"לעפומ"בצמב'ןרציתורדגה'
.הדידמהתייצקילפאלש

תורדגההלכרובעולעפוילדחמהתרירבתורדגה"לעפומ"בצמב'ןרציתורדגה'
.הדידמהתייצקילפאלש

'PD-C project export'לשוגולהתארסהואףסוהHiltiחודלשהנוילעתילאמשההניפב
.PDF-ה
גצומ:לדחמתרירבתרדגה

'Please choose valid
image type (jpg/png)'

.PDFחודרובעשמתשמהלשרוקיבהסיטרכתאלטבואףסוה
.רישכמהתועצמאברוקיבהסיטרכתאםלצלשיןכינפל
אלל:לדחמתרירבתרדגה

הדידמהתייצקילפאםעהדובע6
'הרישי'היצקנופהתועצמאבהרישיהדידמ6.1

הרישי,תדדובקחרמתדידמ6.1.1
.הדידמהתאעצבלהצרתורובעשטקיורפהתארחב.1
.'רישי'תורשפאהתארחב'תויצקנופ'טירפתב.2

.הדידמהןצחללמסעיפויגצהלעו,לעפוירזיילה▷
.הביציהרוצבםקוממרישכמהשךכךותאדו.הדידמהלשהלחתההתדוקנברישכמהסיסבתאםקמ.3
.רישכמהלשביציםוקימלערמושהתאשךות,הדידמהלשהצקהתדוקנלרזיילהתדוקנתאןווכ.4
.הדידמהןצחללעץחלואהדידמהןצחללמסבעג.5

.גצותהאצותהו,םייתסתהדידמה▷
.הדידמהתאצותלעףסונעדימגיצתעדימהלמסלעהציחל▷

הרעה
תואצותהלגרסתאזזהואהמלצמהלמסבעגךכםשל,הדידמלםולצתףיסוהללכותהצרתםא
.הדידמהלשדעיהםולצתתאקודבלידכהלאמש
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הפיצרהדידמבצמ6.1.2
םיקנזמבשומישבדחוימבליעיהזבצמ;הדידמהןצחללעתכשוממהציחלץוחללשיהזבצמליעפהלידכ
'Horizontal','Vertical','Maximal'וא'Minimal'.

הפיצרהדידמבצמתלעפה6.1.3
.הדידמהינצחלמדחאלעתופוצרתוינש2-כךשמלץחלהפיצרההדידמהבצמתאליעפהלידכ.1

גצויגצהזכרמבו,היינשבםימעפ3דע2יוויחלילצעמשייהלעפוההפיצרההדידמהשעגרב▷
.קחרמהתופיצרב

.הדידמהינצחלמדחאלעץחלואגצהזכרמבגצומהקחרמבעגהפיצרההדידמהתאלטבלידכ.2
.גצותהנורחאההניקתההדידמהתאצותוקתשוייוויחהלילצ▷

הרעה
.הדידמהתייצקילפאלשתורדגהביוויחהלילצתאתובכלםגךתורשפאב

'Picture'היצקנופהתועצמאבםולצתבםיקחרמלשדועיתוהדידמ6.2
.תינבומההמלצמהתועצמאבםלוצשםולצתבתורישיםיקחרמלשדועיתוהדידמתורשפאמתויצקנופיתש
Measure'(םימולצתבםיקחרמיוהיז• from picture'(
Draw'(םימולצתבטוטרש• in picture'(
.רצהלשהייארההדשןכלו,לודגקחרמברזיילהתדוקניוהיזלבטיההמיאתמתינבומהתימדקההמלצמה
.םוליצלדעוימהטקייבואלקחרמהתאלידגהלשירתויםיבחרםירוזאםלצלידכךכיפל
היצקנופבקרלעפותוזהמלצמ.בחרנהייארהדששי)PD-CS(תינבומהדועיתהתמלצמל

.הנומתבטוטרש

6.2.1'Measure from picture'
םיטנמלאךרואלהנומתבטטרשללוכיהתאםתואשםיקחרמרובעםיברוקמםיכרעתקפסמוזהיצקנופ
.הרקתואןיינבלשתיזח,ריקהמגודל)ידממ-וד(רשידחארושימלעאצמיהלםיבייחהלאםיווק.ךתריחבל
Measure'היצקנופבשומישלתואמגוד from picture':
ךכ,ריקההבוגלסחיבשורדהילמינימהםלוסההבוגתאתוהזלידכהמגודל,תברוקמקחרמתכרעה•

ריקההצקלעיגהלהיהירשפאש
הנבמהתיזחלעטלשתנקתהלרתונשםוקמהתכרעה•
±היהתהכרעההלשקוידהתמר,ןזואמחטשמל)90°(הרשיתיווזבתנווכמרזיילהןרקרשאכ 1%‒2%.
Draw',האבההיצקנופלהאוושהבוזהיצקנופלשהלבגמה in picture',שיםוליצבוהדידמבשאיה
חטשמהםאואהנוכנםוליצהתיווזםאתוהזללגוסמוניארישכמה.תקיודמהרשיתיווזלעדיפקהל
.הלודגהיהתלעופבהדידמלהכרעההןיבהייטסההזהרקמב.ןזואמןכאםלוצמה
.הנומתהמתיטמוטואבשוחמשקחרמהתאהאורהתא,וקךיראמוטטרשמהתאשןמזב

םימולצתבקחרמתדידמ6.2.1.1
Measure'-ו'Picture'תורשפאהתארחב'Functions'טירפתב.1 from picture'.

.לעפוירזיילה▷
.ןווכמהתאוילאשחטשמלסחיבהרשיתיווזלרישכמהתאאבה.2
.םיימעפדוקימהבלצבעגואהדידמהןצחללעתחאםעפץחל.3

.גצוידדמנשקחרמהו,םלוציןווכמהתאוילאשרוזאה▷
.ןורפיעהלמסבעג.4

.ורתסויתוינשהמכרובעכוועיפויטסקטתרעהללמסהווקהלמס▷
הרעה
.בושםתואגיצהלידכהנומתבעג,םירתסומםילמסהםא
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.וקהלמסבעג.5
.הנומתהלעגצויוק▷

עטקהלשםויסהתדוקנוהלחתההתדוקנתאזזה.6
.שורדהםוקימהלאךרעב

הרעה
עטקהלשםויסהתדוקנוהלחתההתדוקנ
םא.ירושימחטשמותואלעאצמיהלתובייח
ותואלםיכיישםניאשםירוזאהליכמהנומתה
םירוזאבהצקהתודוקנתעיבק,ירושימחטשמ
.םיכרעבתיתועמשמהייטסלםורגיהלא

תאלדגהןתואררחשלילבוהצקהתודוקנבעג.7
םוקימלהעגהרחאלקרתועבצאהתאררחש,עטקה
.קיודמה
.גצויהנומתבעבקנשוקהלשדדמנשךרואה▷

6.2.1.2'Measure from picture'‒תופסונתויצקנופ
."שדחקחרמעטק"למסהתאלאמשמהטמלרחב:קחרמיעטקתפסוה◀
.גצהלעקחרמהעטקבעג:קחרמעטקלשהקיחמואהכראה◀
.ןושארהםעןורחאהעטקהתארבחרתויואקחרמיעטק3םנשירשאכ:חטשטוטרש◀

Draw'(םימולצתבודדמנשםיקחרמהדועית6.2.2 in picture'(
Draw'-ו'Picture'תורשפאהתארחב'תויצקנופ'טירפתב.1 in picture'.
.ודדמנשםיקחרמהתאדעתלךנוצרבובשרוזאהתאםלצ.2

הרעה
.הירלגהמהנומתבםגשמתשהללכותםימולצתםוקמב

.םולצתבשמתשהלךנוצרבםא"יו"הןמיסבעג.3
.התואךורעלרשפאתעכוהרחבנהנומתה▷

הרעה
.טקיורפהתייקיתבהנומתהתאחתפתשרחאלתעלכבםיאבהםיבלשהלערוזחללכות

.ןורפיעהלמסבעג.4
.ורתסויתוינשהמכרובעכוועיפויטסקטתרעהללמסהווקהלמס▷

הרעה
.בושםתואגיצהלידכהנומתבעג,םירתסומםילמסהםא

.וקהלמסבעג.5
הדידמידילעוא:קחרמהןותנלשרוקמהתארחב.6

הרומשהדידמתריחבידילעוא'Direct'תועצמאב
תועצמאבךרעהלשהנזהבוא'Data'תועצמאב
.'תירפסמהנזה'
.הנומתהלעגצויתודימםעוק▷

עטקהלשםויסהתדוקנוהלחתההתדוקנתאזזה.7
.שורדהםוקימהלאךרעב

תאלדגהןתואררחשלילבוהצקהתודוקנבעג.8
םוקימלהעגהרחאלקרתועבצאהתאררחש,עטקה
.קיודמה
.התואךורעלוהנומתבןנובתהללוכיהתאתעכ▷
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ץבוקכהתואאציילךילעהנומתהתארומשלידכ.9
JPG.

תופסונתויצקנופ–םימולצתבודדמנשםיקחרמהדועית6.2.2.1
.ןורפיעהלמסלעלאמשמהטמלץחל:תורומשתואצותתכירע◀
.טסקטהלמסלעעצמאבהטמלץחל:רואיתטסקטתפסוה◀
.למסבןימימהטמלעג:JPGץבוקכהאצותהאוציי◀
.למסבלאמשמהטמלעג:הנומתלקחרמעטקתפסוה◀
.למסבןימימהטמלעג:הנומתלטסקטתביתתפסוה◀

םיחפנוםיחטשבושיח6.3
'חפנוחטש'תויצקנופה6.3.1

הביתתרוצבםיחפנןכוםישלושמוםיינבלמםיחטשתורישיבשחלרשפאעגמהגצלעשםילמסהתרזעב
.לילגו

ינבלמחטשבושיח6.3.2
.'Rectangle'-ו'חפנוחטש'תורשפאהתא'Functions'טירפתברחב.1
.בחורהתאדודמ.2
.הבוגהתאדודמ.3

.גצויחטשה▷

תופסונתויצקנופ–עבורמחטשבושיח6.3.3
.האצותהתאתקפהשרחאלםוכיסהתייצקנופרובעלמסהתארחב.1
.םיפסונםיחטשדודמ.2

.גצויללוכהחטשה▷
.האצותהתאארק.3

הביתתרוצבםיחפנםיבושיח6.3.4
Volume'-ו'חפנוחטש'תורשפאהתא'תויצקנופ'טירפתברחב.1 Room'.
.ךרואהתאדודמ.2
.בחורהתאדודמ.3
.הבוגהתאדודמ.4

.גצויחפנה▷

לילגחפנבושיח6.3.5
Volume'-ו'חפנוחטש'תורשפאהתארחב'תויצקנופ'טירפתב.1 Cylinder'.
.ךרואהתאדודמ.2
.רטוקהתאדודמ.3

.גצויחפנה▷
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תופיקעתודידמ6.4
תופיקעתודידמלע6.4.1

הרעה
סוחייהתדוקנשךכברקיעבהיולת'סרוגתיפ'-ו'ףיקע'תויצקנופהתועצמאבתודידמלשקוידהתמר
רשפא.ןעשמתדוקנאלל,דבלבדיבקזחומרישכמהרשאכהזבצמלעיגהלהשק.יונישאללראשית
םא.הפצרואןחלושלעןוגכ,ביציחטשמלערישכמהתאםיביצמרשאכההובגקוידתמרגישהל
.הרוגחלעןוגכ,ףוגהזכרמברישכמהתאךומתלץלמומ,שיגנביציחטשמןיא
ךרדה.קצומוקלחחטשמלערצקההדידמהךיראמתאדימעהלדימתאוהרתויבבוטהןורתפה
סוחייתדוקנהתואבקוידבהדידמהךיראמדוחלערומשלאיהקוידהתדימתאריבגהלרתויבהבוטה
.תודידמהלכךשמב

תונושתוטישןנשי.תורישיםתואדודמלרשפאיאשםימיוסמםיקחרמתדידמבתועייסמתופיקעתודידמ
עגרב.דודמלשיקחרמהזיאתיקלחהדידמלכבךלגיצתתיפרגהגוצת.הפיקעךרדבםיקחרמדודמל
.גצותובשוחתהאצותה,עופישהתויווזוםישורדהםיקחרמהלכתאתדדמש
.תורישיתודידמומכםיקיודמםניאתופיקעתודידמלשתואצותלעםיססובמהםיבושיחהינורקעןפואב

תופיקעתודידמלתויחנה6.4.1.1
.רתויבתובוטהתואצותהתאגישתשידכ,תואבהתויחנהלבלםיש◀
.)שלושמהיסחיוהרישיתיווזןוגכ(הנוכנהירטמואגלבלםיש◀
רתויבורקדדומהתארשאכודחארושימבתואצמנהדידמהתודוקנלכרשאכתוניפלקיודמבןנווכ◀

.לודגקחרממאלוטקייבואל
רשאכ.תויוגשויהיהדידמהתואצותזאשרחאמ,הדצהרישכמהתאתוטהלןיאעופישםעהדידמב◀

.הדידמרשפאתתאלוהרהזאגצותהדצההטונרישכמה
.יקפואואיכנארושימותואךותבתודידמהלכתאעצבלדפקהתופיקעהתודידמהלכב◀
.ריצותואבועגמתודוקנהתואבקוידבתודידמהלכבשמתשה'סרוגתיפ'-ו'ףיקע'תויצקנופהרובע◀

'סרוגתיפ'תמועל'ףיקע'6.4.1.2
תצובקשאוהןהיניביתוהמהלדבהה.תויצקנופהיתשןיבלדבהןיאשטעמכשהארנןושארטבמב
ותואבדימתךרעיהלתובייחתודידמהו,רישכמהלשיכנאהעופישהןשייחבתעייתסמ'ףיקע'תויצקנופה
הריתמאיהןכלועופישהןשייחבתשמתשמהניא,תאזתמועל'סרוגתיפ'תויצקנופהתצובק.יכנארושימ
.רחבתשעופישלכילעבםינוויכבתודידמ
יתשלשהדידמידילעריקלשוהבוגתאתוהזל,המגודל,רשפא'ףיקע'תויצקנופהתצובקתועצמאב
ריקהשןכיה,הלעמלתקיודמתיכנאתיווזבוםישגפנריקהוהפצרהשןכיהל,הטמיפלכ:דבלבתודוקנ
.םישגפנהרקתהו

.תודידמהיתשלשתיווזהתאריכמאוהשרחאמ,הפיקעהרוצבהבוגהתאבשחללגוסמרישכמה
שי,ליעפוניאעופישהןשייחשרחאמ.האצותההתואתאגישהלרשפאסרוגתיפתויצקנופתועצמאב
.קדבנהטקייבואלתחאתקיודמתיכנאהדידמתוחפלעצבל
.םיבלשתוחפבהאצותהתאתוגישמןהשאוה'ףיקע'תויצקנופהתצובקתועצמאבתודידמבןורתיה
לשםגהפיקעהדידמתורשפאמןהשאוה'סרוגתיפ'תויצקנופהתצובקתועצמאבתודידמבןורתיה
.קחרמהעטקבתחאתקיודמתיכנאהדידמתוחפלעצבלרשפאדועלכ,םיינוסכלאוםייקפואםיכרוא

'יכנא','ףיקע'6.4.2
.קיודמיכנאהנבמלעתודוקניתשןיביכנאהקחרמהתאתדדומוזהיצקנופ
המגודל(הרישיהשיגןיאשכריקךרואליכנאקחרמדודמלךרוצשיםהבשםיבצמלדחוימבהמיאתמאיה
.)הנבמלשהמוקהבוג

יקפואקחרמלשהפיקעהדידמ6.4.3
.'Horizontal'-ו'ףיקע'תורשפאהתארחב'תויצקנופ'טירפתב.1
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ובשיכנארושימותואךותבםלואיהשלכתיווזב,90°תיווזלעבהנבמלשךנאלקחרמהתאדודמ.2
.דודמלךנוצרבשקחרמהאצמנ
.גצותהאצותה▷

הרעה
.הדידמבההובגקוידתמרחיטבתךכ.)66דומע←(עופישהןשייחתארידסןפואבלייכ

יכנאקחרמלשהפיקעהדידמ6.4.4
.'יכנא'-ו'ףיקע'תורשפאהתארחב'תויצקנופ'טירפתב.1
.םידדצהדחאלהטייאלרישכמהשדפקהו,הטמואהלעמיפלכהנפיגצהשךכרישכמהתאםקמ.2

הרעה
.רצקההדידמהךיראמברזעיהלץלמומ.הלוכהדידמהךלהמביונישאללרתונסוחייהםוקמשאדו

יפלכתונפללוכיגצה.תיכנאהיטהםעקרדבועשתיווזהןשייחבשמתשמוזהפיקעהיצקנופ
םלעית5°-מרתוילשידצעופישב.הנימיואהלאמשבבוסמתויהלאללבא,הטמואהלעמ
.דוערשפאתתאלתיווזהתדידמוגצהמעופישהתגוצת

.הנוילעההצקהתדוקנלקחרמהתאדודמ.3
.סוחייהםוקימתאתונשלילב,הנותחתההצקהתדוקנןוויכבתיכנארישכמהתאהטה.4
.הנותחתההצקהתדוקנלקחרמהתאדודמ.5

.גצותהאצותה▷
הרעה
.הדידמבההובגקוידתמרחיטבתךכ.)66דומע←(עופישהןשייחתארידסןפואבלייכ

שארהלעמיקפואקחרמלשהפיקעהדידמ6.4.5
.'שארללעמ'-ו'ףיקע'תורשפאהתארחב'תויצקנופ'טירפתב.1
.םידדצהדחאלהטייאלרישכמהשדפקהו,הטמואהלעמיפלכהנפיגצהשךכרישכמהתאםקמ.2

הרעה
.רצקההדידמהךיראמברזעיהלץלמומ.הלוכהדידמהךלהמביונישאללרתונסוחייהםוקמשאדו

יפלכתונפללוכיגצה.תיכנאהיטהםעקרדבועשתיווזהןשייחבשמתשמוזהפיקעהיצקנופ
םלעית5°-מרתוילשידצעופישב.הנימיואהלאמשבבוסמתויהלאללבא,הטמואהלעמ
.דוערשפאתתאלתיווזהתדידמוגצהמעופישהתגוצת

.הנושארההצקהתדוקנלקחרמהתאדודמ.3
.סוחייהתדוקנתאתונשלילב,היינשההצקהתדוקנןוויכבתיכנארישכמהתאהטה.4
.קחרמהתאדודמ.5

.גצותהאצותה▷
הרעה
.הדידמבההובגקוידתמרחיטבתךכ.)66דומע←(עופישהןשייחתארידסןפואבלייכ

'ריזחמאל','ףיקע'6.4.6
הצקהמגודלומכ,רואהריזחמהניאוטעמכשטקייבואהלשהצקהתדוקנלקחרמהתאתדדומוזהיצקנופ
.ץעתרמצואףונמלש
.רואהריזחמהניאדעיהתדוקנרשאכקחרמהבושיחלהמיאתמאיה
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תחאהרורבדעיתדוקנתועצמאבטקייבואהבוגלשהפיקעהדידמ6.4.7
.םידדצהדחאלהטייאלרישכמהשדפקהו,הטמואהלעמיפלכהנפיגצהשךכרישכמהתאםקמ.1

הרעה
.רצקההדידמהךיראמברזעיהלץלמומ.הלוכהדידמהךלהמביונישאללרתונסוחייהםוקמשאדו

יפלכתונפללוכיגצה.תיכנאהיטהםעקרדבועשתיווזהןשייחבשמתשמוזהפיקעהיצקנופ
םלעית5°-מרתוילשידצעופישב.הנימיואהלאמשבבוסמתויהלאללבא,הטמואהלעמ
.דוערשפאתתאלתיווזהתדידמוגצהמעופישהתגוצת

.הנותחתההצקהתדוקנלקחרמהתאדודמ.2
תאלעפה.סוחייהתדוקנתאתונשלילב,הנוילעההצקהתדוקנןוויכבתיכנארישכמהתאהטה.3

.רואהריזחמהניאןווכמהתאהילאשהצקהתדוקנםאדעיהתמלצמ
.הצקהתדוקנלהדידמהתאלעפה.4

.גצותהאצותהו,הצקהתדוקנלתיווזהתאדודמירישכמה▷
הרעה
.הדידמבההובגקוידתמרחיטבתךכ.)66דומע←(עופישהןשייחתארידסןפואבלייכ

םיוסמםוחתךותבםהיניבשרפההוםומיסקמ,םומינימ6.4.8
אתלד/'סקמ/'נימ6.4.8.1

חטשמךרואלהדידמהךלהמברישכמהתאקילחת,המגודל,םא.הפיצרההדידמהתאהליעפמוזהיצקנופ
טקייבואמילמינימהוילמיסקמהקחרמהתאדודמללכות,סוחייתדוקנביבסותואבבוסתואקלחסוחיי

.םומיסקמלםומינימהןיבשרפההתאםגומכסוחייה

םיוסמםוחתךותבילמיסקמלילמינימהקחרמהןיבשרפההתדידמ6.4.8.2
'אתלד/'סקמ/'נימ'היצקנופהתאלעפה.1
.רישכמהתאםקמ.2
.הדידמהןצחללעןצחל.3

.ליחתתהפיצרהדידמ▷
.סוחייהחטשואסוחייהוקךרואלרישכמהתאזזה.4
.הדידמהןצחללעבושןצחל.5

.גצותהאצותהו,םייתסתהדידמה▷

סרוגתיפתויצקנופםעתודידמ6.5
'סרוגתיפ'תויצקנופתצובק6.5.1

הרעה
שמתשהלשי'סרוגתיפ'-ו'ףיקע'תויצקנופהתועצמאברתויבתוקיודמהתואצותהתאלבקלידכ
.יזכרמריצותואבועגמתדוקנהתואבקוידבתודידמהלכרובע

הרעה
דודמלרשפאיאשםייכנאוםייקפואםיכרואלשתופיקעתודידמבדחוימבתוליעיסרוגתיפתויצקנופ
.'ףיקע'הצובקהמתויצקנופהתועצמאבםתוא

'Iסרוגתיפ'היצקנופ6.5.2
תדוקנל90°לשהדידמתועצמאבףיקעןפואבםיוסמהדידמעטקלשךרואהתאתדדומוזהיצקנופ
.םייקפואםיקחרמלשךרואעובקלךרוצשישכתישומישהיצקנופוז.הדידמהעטקלשהלחתהה

Printed: 29.11.2017 | Doc-Nr: PUB / 5328331 / 000 / 01



74 תירבע

'Iסרוגתיפ'היצקנופהתועצמאבהדידמ6.5.3
.עטקהלשרתויהבורקההצקהתדוקנלקחרמהתאהרישיתיווזבהדוקנמדודמ.1

הרעה
.90°לשתקיודמתיווזלערומשלבושחהרשיתיווזבהדידמב
.רצקההדידמהךיראמברזעיהלץלמומ.הלוכהדידמהךלהמביונישאללרתונסוחייהםוקמשאדו

.ןוויכלכלרישכמהתאתוטהלרשפא,עופישהןשייחלתוקוקזןניאסרוגתיפתויצקנופשרחאמ
.עטקברתויהקוחרההצקהתודוקנלקחרמהתאדודמ.2

.גצותהאצותה▷

'IIסרוגתיפ'היצקנופה6.5.4
.הזקחרמעטקל90°-בהדידמתועצמאבףיקעןפואבםיוסמקחרמעטקלשךרואהתאתדדומוזהיצקנופ

'IIסרוגתיפ'היצקנופהתועצמאבהדידמ6.5.5
.עטקבהנושארההצקהתודוקנלקחרמהתאדודמ.1

הרעה
.רצקההדידמהךיראמברזעיהלץלמומ.הלוכהדידמהךלהמביונישאללרתונסוחייהםוקמשאדו

.ןוויכלכלרישכמהתאתוטהלרשפא,עופישהןשייחלתוקוקזןניאסרוגתיפתויצקנופשרחאמ
לשוקהותואלעאצמיהלתבייחוזהדוקניכבלםיש.עטקבוהשלכקחרמהרשיתיווזבהדוקנמדודמ.2

.עטקהלשהצקהתודוקניתש
הרעה
.90°לשתקיודמתיווזלערומשלבושחהרשיתיווזבהדידמב

.עטקבתרחאההצקהתודוקנלקחרמהתאדודמ.3
.גצותהאצותה▷

'IIIסרוגתיפ'היצקנופה6.5.6
לשךיראמוקל90°-בהדידמתועצמאבףיקעןפואבםיוסמקחרמעטקלשךרואהתאתדדומוזהיצקנופ
.הזקחרמעטק

'IIIסרוגתיפ'היצקנופהתועצמאבהדידמ6.5.7
.עטקהלשוקהתכראהבתאצמנההדוקנלקחרמהתאהרשיתיווזתדוקנמדודמ.1

הרעה
.90°לשתקיודמתיווזלערומשלבושחהרשיתיווזבהדידמב
.רצקההדידמהךיראמברזעיהלץלמומ.הלוכהדידמהךלהמביונישאללרתונסוחייהםוקמשאדו

.ןוויכלכלרישכמהתאתוטהלרשפא,עופישהןשייחלתוקוקזןניאסרוגתיפתויצקנופשרחאמ
.עטקבהנושארההצקהתודוקנלקחרמהתאדודמ.2
.עטקבתרחאההצקהתודוקנלקחרמהתאדודמ.3

.גצותהאצותה▷

זפרטתויצקנופםעתודידמ6.6
'זפרט'תויצקנופהתצובק6.6.1

.סוחייתודידמ3עצבלשיעפושמחטשמדודמלידכ
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הרעה
תוקיודמתואצותללכךרדבתוגישמ'זפרט'-ו'סרוגתיפ','ףיקע'תויצקנופהתועצמאבתודידמ
אלל(ינדישומישבשחרתמשםוקימביונישהללגבהרוקהז.הרישיהדידמרשאמתוחפהברה
.)תונמוסמדעיתדוקנועגמתדוקנאללוהביציהבוצח

'Iזפרט'היצקנופה6.6.2
.עפושמחטשמלשךרואהתאסוחייתודידמ3תועצמאבתדדומוזהיצקנופ

'Iזפרט'היצקנופהתועצמאבהדידמ6.6.3
.עפושמהחטשמהלשןוילעההצקבדעילירושימחטשמלעסיסבמדודמ.1

הרעה
לשתיווזבהיינשההדידמבדדמנשעטקהםעבלטצהלתוכירצתישילשהוהנושארההדידמה

.הדידמבקוידהתמרתאריבגמיכנאהויקפואהקנזמבשומיש.90°
.תישילשהוהנושארההדידמהלשתוקיודמהסוחייהתודוקנןיביקפואהקחרמהתאדודמ.2
.עפושמהחטשמהלשןותחתההצקבדעילאהנושארההדידמבומכירושימחטשמותואבסיסבמדודמ.3

.גצותהאצותה▷

'IIזפרט'היצקנופה6.6.4
.עפושמחטשמלשךרואהתאסוחייתודידמ2תועצמאבתדדומוזהיצקנופ

'IIזפרט'היצקנופהתועצמאבהדידמ6.6.5
.עפושמהחטשמהלשןוילעההצקבדעילירושימחטשמלעסיסבמדודמ.1

הרעה
.רצקההדידמהךיראמברזעיהלץלמומ.הלוכהדידמהךלהמביונישאללרתונסוחייהםוקמשאדו

.הנותחתההצקהתדוקנלןווכו,הטמיפלכתיכנארישכמהתאהטה.2
.עפושמהחטשמהלשןותחתההצקלדודמ.3

.גצותהאצותה▷

הקוזחתולופיט7
יוקינ7.1

גורידתאתמאותםימיזתנוקבאתרידחינפמהנגהה.היינברתאלשםיאנתבהדובעלדעוימךרישכמ
.IP54הנגהה
תואצותתונימאבעוגפליושערזיילהתאיציתינולחלשותמלצמהתשדעלשתיכוכזהיוסיכלעךולכל
.הדידמהתונומתלשתוריהבבםוגפלוהדידמה
.םימבתולקהבוטר,הכרתילטמבותואתוקנלשיךלכולמרישכמהרשאכ◀
.רזיילהתאיציתינולחלשוהמלצמהתשדעלשתיכוכזהיוסיכלשןויקינהלעדחוימבדפקה◀
תוקנלזאורישכמהתאתובכלשירזיילהתאיציתינולחוהמלצמהתשדעלשתיכוכזהיוסיכיוקינינפל◀

.תוניפלדעתונידעבותוידוסיבתיכוכזהחטשמתא

עגמךסמ7.2
שומישלןנכותאלרישכמה.הדובעתופפכתועצמאבםגלועפתלדעוימה,דימעעגמךסמללוכרישכמה
הדובעבקדבנאלרישכמהלבא,הלאכםירזיבאבשמתשהלםנמארשפא.ךסמהלעהנגהלםירזיבאםע
.עגמהךסמלשתויתבוגתהתאושבשיםהשןכתייוםתא
.ךלשעגמלביגיוקירבמראשייאוהשידכ,תטרושהניאש,הייקנתילטמבעגמהךסמתאבגנ◀
.Hiltiלשתורישלהנפורישכמבשמתשהלקספה,רבשנעגמהךסמםא◀
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עופישהןשייחלויכ7.3
םילויכןיבםיחוורמ7.3.1

םגלייכלשי.עופישהןשייחתארידסןפואבלייכלשיעופישברשפאהלככתוקיודמתודידמגישהלידכ
.הרוטרפמטתודונתלףשחנואהכמלביקרצומהםא

הייטנהןשייחלויכ7.3.2
.'עופישהןשייחןונווכ'-ו'תורדגה'תורשפאהתארחב'תויצקנופ'טירפתב.1
.הלעמיפלכהנופגצהשכירושימחטשמלערישכמהתאחנה.2
.הדידמהןצחללעץחל.3
.חנומאוהוילעשחטשמהמותואםירהלילב,דגונמהןוויכברישכמהתאבבוס.4
.הדידמהןצחללעץחל.5

.ליוכמעופישהןשייח▷

ןוסחאוהלבוה8
הלבוה8.1
PD-C-הלעןגהלידכ◀ / PD-CSידילעקפוסשרישכמהקיתרנבשמתשה,הלבוההוהאישנהתעב

Hilti.

ןוסחא8.2
.ןוסחאהינפלשבייתהלולרשפא.בוטראוהשכרישכמהתאןסחאלןיא◀
.םיינכטהםינותנבןיוצמכםישורדההרוטרפמטהתולובגךותבדויצהתאןסחאלדפקה◀
.הרקבתדידמעצבלשידויצהלשתכשוממהלבוהואךוראןוסחארחאל◀

תולקתןוקית9
Hilti-להנפ,ךמצעבןקתללוכיךניאשואוזהלבטבתרבסומהניאשהלקתתשחרתמםא Service.

ןורתפתירשפאהביסהלקת
תאליעפהלרשפאיא
.רישכמה

.תינבומההללוסהתאןעט◀.הנקורתההללוסה
.Hiltiלשתורישהםערשקרוצ◀.המוגפהללוסה

10RoHS)םינכוסמםירמוחבשומישהתלבגהלהנקת(

.qr.hilti.com/r4890614:םינכוסמהםירמוחהתלבטתאאצמתאבהרושיקב
.QRדוקתרוצב,הזדועיתףוסבאצמתRoHSתלבטלרושיק

קוליס11
השורדםרזחמלהיהיןתינשידכ.רוזחימלםינתינםירמוחמלודגהםקלחבםירצוימHiltiלשםירצומה

הנפ.רוזחימךרוצלהרזחבךלשןשיהרישכמהתאלבקתHiltiתוברתונידמב.תיעוצקמםירמוחתדרפה
.קוושמלואHiltiלשתורישל

!תיתיבהתלוספלםיילמשחהדובעילכךילשהלןיא◀

ןרציתוירחא12
.ךילאבורקהHiltiקוושמלהנפ,תוירחאהיאנתאשונבתולאשךלשיםא◀
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)הדנקבהפקת(ICתרעה/)ב"הראבהפקת(-FCCתרעה13

הרעה
םירישכמלFCC-התונקתלש15קלחבםיבתכומהלובגהיכרעלעתוקידבברמשהזרישכמ
הדובעתעבהעירפמהנירקינפמהבוטהנגהקפסלודעונהלאלובגיכרע.Bגורידמםיילטיגיד
.םיהובגםירדתבםישמתשמוםיהובגםירדתםינירקמוםירצויהזגוסמםירישכמ.םירוגמירוזאב
תוערפהלםורגלםילוכיםהתויחנהלםאתהבאלשםהבםישמתשמואםתואםיניקתמםאךכיפל
.וידרילגתטילקב

תוערפהלםרוגהזרישכמםא.תאזלכבתוערפהושחרתיאלםימיוסמםיבצמביכחיטבהלןתינאלםלוא
רותפלשי,)שדחמרישכמהתאליעפהלותובכלןתינ,היעבהןכאוזשתוהזלידכ(היזיוולטואוידרתטילקב
:םיאבהםיעצמאהתרזעבהיעבהתא
.רחאםוקמלהתואזזהואשדחמהנטנאהתאןנווכ•
.טלקמלרישכמהןיבקחרמהתאלדגה•
.טלקמהלשהזמהנושילמשחלגעמלשעקשלרישכמהתארבח•
.היזיוולטווידריאנכטתרזעלוארישכמהקוושמתרזעלהנפ•

הרעה
תאליעפהלשמתשמהלשתוכזהתאליבגהלםילולעHiltiידילעשרופמבורשואאלשםייוניש
.רישכמה

.ISED-הלשRSS210תאוFCC-התונקתלש15ףיעסבשרדנהתאםאותהזןקתה
:םיאבהםיאנתהינשבדומעלשיהלעפההךרוצל
.הקיזמהנירקרוציליאשרוניאהזרישכמ•
.תויוצריתלבתולועפמתמרגנההנירקללוכ,הנירקהלכתאטולקלבייחרישכמה•
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ז
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